
 

 

 

  

 

 

   

 

   

  

 

 

   

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

331 VERMILION 16 6
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NO.
F.A.S.

RTE.

(79-102)2009BBR

CONTRACT NO. 70749

SHEET NO. 2 OF 2 SHEETS STA. 69+38.43 TO STA. 69+84.83SCALE: N/A

STATE OF ILLINOIS
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EXISTING STRUCTURE TYPICAL SECTION
S.N. 092-0176

30’-0" FACE TO FACE RAIL

SLOPE:  3/16 "/FT SLOPE:  3/16 "/FT

15’-0" 15’-0"

~

STEEL RAIL TYPE S

HMA SURFACE COURSE, MIXTURE D, CLASS I, 1 1/2 "

LEVELING BINDER (MACHINE METHOD), 1" & VAR.

WATERPROOFING MEMBRANE SYSTEM

1’-9"

21" PRESTRESSED CONCRETE

DECK BEAMS (45’-5" LONG)3’-0" 3’-0" 3’-0" 3’-0" 3’-0"

5 @ 3’-0" = 15"-0"
SYMM. ABOUT

~ ROADWAY

3" SPACER

STA. 69+38.43 TO STA. 69+84.83

PROPOSED STRUCTURE TYPICAL SECTION
S.N. 092-0176

30’-0" FACE TO FACE RAIL

15’-0" 15’-0"

~

SYMM. ABOUT

~ ROADWAY

SLOPE:  3/16 "/FT SLOPE:  3/16 "/FT

PRECAST PRESTRESSED CONCRETE

DECK BEAMS 21"

HMA SURFACE REM (DECK)

STA. 69+38.43 TO STA. 69+84.83

EXISTING RAILING TO

BE REMOVED, STORED, 

& RE-ERECTED

HMA SURFACE COURSE, MIX "C" N50 (168 LBS/SQ YD)

WATERPROOFING MEMBRANE SYSTEM 

3’-6" 4’-0"7’-0"


