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CONTRACT NO. 60V24

111 31
JOINTING PLAN ILLINOIS ROUTE 64 AT VILLA AVE.

ROADWAY DETAILS 
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41.00’ RT
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45.46’ RT

9+39.49

29.78’ RT

8+61.59

30.25’ RT
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1’ STUB

CONSTRUCTION JOINT (TYP.)

CURB RAMP, STD 424011

CURB RAMP, STD. 424011CURB RAMP, STD. 424001

CURB RAMP, STD. 424011

40.00’ LT

98+52.80

26.57’ RT

10+73.03

SEE NOTE 1

SEE NOTE 1

SEE NOTE 1

21.20’ LT

11+67.06

20.86’ LT

11+30.76

44.86’ LT

96+70.66

44.84’ LT

97+13.14

TRAF BAR TERM T6

TRAF BAR TERM T1

4
.4
’

NOTES:

SAWED JOINT

CONSTRUCTION JOINT

EXISTING JOINT

LEGEND:

~ IL ROUTE 64

~ VILLA AVE.
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RELOCATION DETAILS.

SEE ROADWAY LIGHTING PLANS FOR LIGHT POLE

CURB AND GUTTER TO BE DETERMINED IN THE FIELD.

ELEVATIONS ALONG THE RADIUS OF THE PROPOSED

AND GUTTER.

IN THE COST OF COMBINATION CONCRETE CURB

WITH CURB AND GUTTER.  COST TO BE INCLUDED

PCC WEDGE TO BE CONSTRUCTED MONOLITHICALLY

3.

2.

1.
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’
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(TYP.)

EXISTING PCC PAVEMENT

AND ELEVATIONS ALONG

MATCH EXISTING JOINTS
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    AGGREGATE SUBGRADE IMPROVEMENT, 12"

STABILIZED SUBBASE - HOT-MIX ASPHALT, 4�"

PCC PAVEMENT, 11" (JOINTED)

PAVEMENT WIDENING




