
DRAINAGE AND UTILITIES PLAN

ILLINOIS ROUTE 64 (NORTH AVE) OVER SALT CREEK
34
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Chicago, Il.  60606

Tele. (312) 704-9300

Fax (312) 704-9320

www.collinsengr.com

123 N. Wacker Dr.

Suite 900
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SHEET    OF    SHEETS STA.          TO STA.           

1318-BR307

F.A.P

DuPAGE

CONTRACT NO. 60V24

111

IL ROUTE 64
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36" 36"

RIM 676.89

CB TA 4 DIA T24F&G

STA 98+57.2, 50.9’ RT

RIM 677.00

CB TA 4 DIA T24F&G

STA 98+45.44, 42.4 LT

RIM 672.46

CB TA 4 DIA T24F&G

STA 101+46.6, 43.0’ RT

RIM 671.39

CB TA 4 DIA T24F&G

STA 102+58.9, 43.0’ RT

RIM 671.45

CB TA 4 DIA T24F&G

STA 102+32.17, 44.9’ LT

CL A 2 12 @ 1.00%

29’ STORM SEWER

N. INV 672.29

RIM 676.15

CB TA 4 DIA T24F&G

STA 99+08.4, 43.0’ RT

CL A 2 12 @ 1.00%

14’ STORM SEWER

ADJ

S. INV 672.00

RIM 676.29

CB TA 4 DIA T24F&G

STA 99+08.4, 42.0’ LT

NOTES:

SEWER. 

SHALL BE INCIDENTAL TO INSTALLATION OF THE PROPOSED STORM

PROPOSED STORM SEWER TO AN EXISTING DRAINAGE STRUCTURE

PROPOSED DRAINAGE STRUCTURE. COST OF CONNECTION OF A 

EXISTING PIPES SHALL BE INCIDENTAL TO INSTALLATION OF THE 

COST OF CONNECTION OF PROPOSED DRAINAGE STRUCTURES TO 1.

STATION OF THE ROAD. 

THE PERPENDICULAR DISTANCE FROM THE CORRESPONDING CENTERLINE 

PROVIDED AT THE GUTTER FLOW LINE. THE OFFSET REPRESENTS 

ELEVATIONS AND OFFSETS FOR PROPOSED CATCH BASINS ARE 2.

SEE REMOVAL PLANS FOR EXISTING CATCH BASINS TO BE REMOVED3.

ENGINEER.

FIELD CONDITIONS, ANY ADJUSTMENTS SHALL BE AS DIRECTED BY THE 

DRAINAGE STRUCTURES MAY REQUIRE REVISIONS TO MEET EXISTING 

AVAILABLE PLANS AND SURVEY. THE INVERTS OF THE PROPOSED 

GRADES OF EXISTING SEWER LINES WERE DETERMINED FROM 

DATA IN FIELD PRIOR TO INSTALLATION OF DRAINAGE ITEMS. 

THE CONTRACTOR SHALL VERIFY EXISTING DRAINAGE STRUCTURE 4.

ARE STILL IN SERVICE. 

TO PREVENT THE UNDERMINING OF UTILITIES AND SEWERS WHICH 

PARTICULAR, THE CONTRACTOR SHALL TAKE ADEQUATE MEASURES

PROTECTIVE MEASURES TO MAINTAIN EXISTING UTILITIES, IN 

THE CONTRACTOR SHALL USE ALL NECESSARY PRECAUTIONS AND 5. 

STRUCTURE TO BE ADJUSTED

STORM SEWER TO BE CLEANED
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W/ NEW T1 CL

W/ NEW T1 CL

W/ NEW T1 CL

AND LID, IT SHALL REUSE THE EXISTING FRAME AND LID. 

A MANHOLE ADJUSTMENT DOES NOT CALL OUT A PROPOSED FRAME 

TYPE 1 FRAME AND CLOSED LID AS NOTED ON THE PLANS.  IF 

MANHOLES TO BE ADJUSTED SHALL BE ADJUSTED WITH A NEW 6. 
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RESTRICTIONS

FOR COM ED WORK 

SEE GENERAL NOTES

36"

1
2
"

36"

1
2
"

15" 15"

1
2
"

12
"

36"

12
" 24" 24"

1
2
"

1
2
"

12
"

24" 24"

1
2
"

12
"

12"

24"

 95+00  100+00  105+00

 
1
0

+
0
0

 
1
0

+
0
0

EX ROW

X ROWE

EX ROW

EX ROW

E
X
 

R
O

W

E
X
 

R
O

W




