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(SHEET 1 OF 2)

ILLINOIS ROUTE 62 (ALGONQUIN ROAD) AT MEACHAM ROAD 

TEMPORARY TRAFFIC SIGNAL INSTALLATION PLAN AND REMOVAL PLAN

REFLECTED IN THE CONTRACTOR’S BID PRICE.

EXPENSE.  THE SALVAGE VALUE OF THE REMOVED EQUIPMENT SHALL BE

SHALL BE DISPOSED OF BY THEM OUTSIDE THE RIGHT-OF-WAY AT THEIR

THE FOLLOWING ITEMS SHALL BE REMOVED BY THE CONTRACTOR AND

EACH

EACH

12 EACH TRAFFIC SIGNAL BACKPLATE

SIGNAL HEAD, 1-FACE, 3-SECTION, MAST-ARM MOUNTED 

SIGNAL HEAD, 1-FACE, 5-SECTION, MAST-ARM MOUNTED 

8

4

1 EACH CONTROLLER CABINET AND COMPLETE

2 EACH STEEL MAST ARM ASSEMBLY AND POLE

1 EACH SERVICE INSTALLATION

4 EACH SIGNAL HEAD, 2-FACE, 1-3 SECTION, 1-5 SECTION, BRACKET MOUNTED 

THE EXISTING ADJACENT SYSTEM.

SHALL BE "ECONOLITE" TO MATCH

EQUIPMENT FOR THIS PROJECT

THE TRAFFIC SIGNAL CONTROL

ONLY

ARROW

GREEN

LEFT ON

(8 REQUIRED)

R10-5, 30" X 36"

A

P

EACH1 MASTER CONTROLLER

EACH4 TRAFFIC SIGNAL POST

EACH1 STEEL COMBINATION MAST ARM ASSEMBLY AND POLE

EACH2 PEDESTRIAN SIGNAL HEAD, 1-FACE BRACKET MOUNTED

PEDESTRIAN SIGNAL HEAD, 2-FACE BRACKET MOUNTEDEACH1

EACH3 PEDESTRIAN PUSH-BUTTON

AT DRUMMER DR.

MEACHAM ROAD

WIRELESS INTERCONNECT TO

AT THORNTREE DR./THOREAU DR.

ILL. ROUTE 62 (ALGONQUIN RD.)

WIRELESS INTERCONNECT TO
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(45’ MIN.)

CLASS 5 OR BETTER

TEMPORARY WOOD POLE

BAND IN TWO PLACES

GUY WIRE

WOOD POLE

TEMPORARY

CAMERA

VIDEO DETECTION 

AND DRIP LOOPS

WATERTIGHT FITTINGS

(NOT TO SCALE)

TEMPORARY VIDEO DETECTION

MOUNTING DETAIL
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60’ 70’

AT COMMUNICATIONS DR.

ILL. ROUTE 62 (ALGONQUIN RD.)

WIRELESS INTERCONNECT TO

R

RMF

SCHAUMBURG RESPONSIBILITY.

SIGNAL PHASING. THE COST WILL BE 100% VILLAGE OF 

BEACONS, FOR MOUNTING AS PROPOSED IN THE PLANS FOR NEW 

SEPARATED AND SHALL BE DIVIDED, INCLUDING THE CONFIRMATION 

AND MEACHAM ROAD. THE EXISTING LIGHT DETECTORS ARE 

SIGNAL INSTALLATION AT ILLINOIS ROUTE 62 (ALGONQUIN RD) 

VEHICLE PRIORITY SYSTEM EQUIPMENTS TO THE NEW TRAFFIC  

THE CONTRACTOR SHALL RELOCATE THE EXISTING EMERGENCY  
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