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STAGING DETAIL-

CULVERT 12+058.5

CONTRACT #68740
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SECTION A-A

REMOVE EXISTING GUARDRAIL

(LOOKING EAST)

2400mm X 1200mm

EXISTING BOX CULVERT

3.75m

150mm

(ASSUMED 460mm WIDTH)

TEMP. SOIL RETENTION SYSTEM

150mm

IMPACT ATTENUATOR

TEMPORARY CONCRETE BARRIER

WORK AREA

STOP BAR

TRAFFIC SIGNAL

LEGEND

1.5% 1.5%

REINFORCED CONCRETE SLAB

STAGE II TRAFFIC

200mm

HMA BASE COURSE WIDENING

STAGE II CONSTRUCTION

(LOOKING NORTH)

TO REMAIN FOR STAGE II TRAFFIC

EXISTING GUARDRAIL

3.35m 0
.6

m

1.20m

NOTES:

TYPE 3 BARRICADE

TYPE IV, 300mm

CLASS D PATCH,

4

TYPE IV, 300mm

CLASS D PATCH,

150mm

MATERIAL, TYPE B, 150mm

SUB-BASE GRANULAR

TEMPORARY SOIL RETENTION SYSTEM

3.96m
615mm 615mm

+053.82 +063.19

EXISTING ELLIPTICAL PIPE CULVERT ADJACENT TO PROPOSED BOX CULVERT.

WHEN INSTALLING TEMPORARY SOIL RETENTION SYSTEM, BE CAUTIOUS NOT TO DAMAGE THE3.

OFFSETS TO BARRIER WALL ARE TO THE CENTER OF BARRIER WALL2.

CONTROL & PROTECTION STANDARD 701321 AND THIS DETAIL.

TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH TRAFFIC1.

CROSS SECTION AT STA. 12+058.5

PIPE CULVERT

EXISTING ELLIPTICAL

POROUS GRANULAR EMBANKMENT

TO 2 FT. OUTSIDE THE BOX CULVERT

POROUS GRANULAR EMBANKMENT PAID

* *

*

EXIST. ROW

EXIST. ROW
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PROP. T.E.

IL 71 12+000  12+100  12+150  12+200  12+250A A

1.2m

12+103.10, 1.44m LT

END TAPER
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12+038.60, 1.08m RT

END TAPER
12+072.79, 1.09m RT

START TAPER
(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY

12+008.30, 1.44m LT

START TAPER

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY

12+003

12+106

HMA BASE COURSE WIDENING, 200mm

TYPE IV, 300mm

CLASS D PATCH

PROP. ROW

BEGINS STA. 12+053.82

TEMPORARY SOIL RETENTION SYSTEM

ENDS STA. 12+063.19

TEMPORARY SOIL RETENTION SYSTEM

+053.82 +063.19
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