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ILLINOIS DEPARTMENT OF TRANSPORTATION

DATE
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CHECKED BY KJH 2/17/11

REVISIONS

NAME DATE

F.A.P.

RTE.

TOTAL

SHEETS

SHEET

NO.

STAGE I & II

STAGING DETAIL-

CULVERT 12+530

CONTRACT #68740
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GRAPHIC SCALE

STAGE II NOTES

STAGE I NOTES

TEMPORARY CONCRETE BARRIER

WORK AREA

STOP BAR

TRAFFIC SIGNAL

LEGEND

TYPE 3 BARRICADE

3. OFFSETS TO TEMPORARY CONCRETE BARRIER ARE TO THE CENTER OF THE BARRIER.

THE PROPOSED CULVERT.

AND PROTECTION STANDARD 701321 AND THIS DETAIL TO CONSTRUCT

2. TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH TRAFFIC CONTROL 

1. SEE CONSTRUCTION STAGING SHEETS IN THE STRUCTURE PLANS

3. OFFSETS TO TEMPORARY CONCRETE BARRIER ARE TO THE CENTER OF THE BARRIER.

THE PROPOSED CULVERT.

AND PROTECTION STANDARD 701321 AND THIS DETAIL TO CONSTRUCT

2. TRAFFIC CONTROL SHALL BE IN ACCORDANCE WITH TRAFFIC CONTROL 

1. SEE CONSTRUCTION STAGING SHEETS IN THE STRUCTURE PLANS

STAGE I

STAGE II

4

TEMPORARY IMPACT ATTENUATOR

EXIST. ROW

EXIST. ROW

 12+300  12+350  12+400  12+450  12+500  12+550  12+600
 12+650

12+510.48, 1.47m RT

END TAPER

12+476.31, 1.42m LT

START TAPER
12+548.62, 1.47m RT

START TAPER
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200mm

HMA BASE COURSE WIDENING

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY

1.4m

12+476

12+583

12+582.80, 1.42m LT

END TAPER

CHURCH ST.

TYPE IV, 300 MM

CLASS D PATCH

RETENTION SYSTEM

TEMPORARY SOIL 

TO CLOSE CHURCH ST.

USE STANDARD B.L.R. 22
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EXIST. ROW

EXIST. ROW
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(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY

12+484.0, 1.51m RT

START TAPER

12+476
12+510.48, 0.66m LT

END TAPER

12+548.60, 0.66m LT

START TAPER

12+575.2, 1.51m RT

END TAPER

(NON-REDIRECTIVE), TEST LEVEL 3

IMPACT ATTENUATOR, TEMPORARY

12+582.5

CHURCH ST.

TYPE IV, 300 MM

CLASS D PATCH RETENTION SYSTEM

TEMPORARY SOIL 

TO CLOSE CHURCH ST.

USE STANDARD B.L.R. 22
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