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 55/70 DIST 8 ITS 2014-1 MADISON         

CONTRACT NO.76G08

POWER & SIGNAL WIRES

DISCONNECT UNIT FITTER

DISCONNECT UNIT

POLE FITTER

and Stabilizing Weight

EPDM Sealing Gasket Ring

Lower Contact Assembly

Hypalon Contact Connector

Support/Locking Arms

Guide Pin

Disconnect Unit Cover

 Hypalon Socket Connector

High Strength 3-Way 

Multi-Contact Camera Power 
and Signal Wires

Pulley

Pulley

U-Bolt Clamps

U-Bolt Clamps

Cable Stop Block

Removable Top Cap

Cast Aluminum Pole Top Junction Box

Wire Terminations, Splicing

and/or Connector by Contractor unless pre-wired per spec

(Connector by Camera Manufacturer)

EPDM O-Ring Seal

Cable Strain 

Relief in pole By 

Others

Self Lubricating

7x19 Aircraft Cable

S.S. 1/8"

3/8" S.S.
3/8" S.S.

CAST ALUMINUM

Self Lubricating

Spun Aluminum Cover

Tracking Guide and Support

Mil-Grade Molded 

Mil-Grade Molded 

(See Camera Junction Box Sheet)

Precision Cast S.S. Double

Precision Cast S.S. 

Cable Clamp

Machined Aluminum

Strain Relief Clamp

Pole Conduit 

By Others 12.9"

29.5"

4.3"

Control Cable

2-1/2" SQUARE DIVIDED SUPPORT ARM

844CAMERA LOWERING DEVICE 2 OF 2

POLE MOUNTED CCTV DETAIL WITH

  

Tapped 1-1/2" NPT

Camera Mounting Hole 

Tapped 1-1/2" NPT

Camera Mounting Hole 

CAMERA JUNCTION BOX

Neoprene Sealing Gasket 

 1740 lbs
Breaking Strength

 Bronze Bushing
 w/Sintered

23.3" when Latched

Camera Lowering Device for Pole 

Mounting Multi-Function Surveillance Cameras 


