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 55/70 DIST 8 ITS 2014-1 MADISON         

CONTRACT NO.76G08

SHEET 1A OF 12

STA. 785+25

STA. 774+80 TO

NB I-55/70

050’ 50’ 100’

SCALE: 1" = 50’

050’ 50’ 100’

SCALE: 1" = 50’
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SHEET 1B OF 12

STA. 800+25+00

STA.785+25 TO

NB I-55/70

8

8

ITS PLAN 1A & 1B OF 12

A A

S

SFP-GE-L SFP MODULE-1 EACH

557015.9N.38R(EX.)

557015.9A.35C(EX.)

EXDHH01

HH01

HH02

JB01
JB02

HH03
HH04

HH05

EXDHH00

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-85’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-115’

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-20’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-30’

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-570’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-590’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-560’

LOCATE UNDERGROUND CABLE- 560’

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-570’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-590’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-560’

LOCATE UNDERGROUND CABLE- 560’

ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-570’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-590’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-560’

LOCATE UNDERGROUND CABLE- 560’ ELECTRIC CABLE IN CONDUIT, TRACER, NO. 14 1C-660’

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-680’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-650’

LOCATE UNDERGROUND CABLE- 650’
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DETAIL" FOR SECTION A-A

SEE SHT. 23/32-"CONDUIT ATTACHED TO STRUCTURE NO.060-0018 (WILSON HEIGHTS RD.)

FIBER OPTIC CABLE IN CONDUIT, 72 COND. S.M. F.O.-275’ 

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-10’

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., PVC TYPE C-10’

JUNCTION BOX, STAINLESS STEEL, ATTACHED TO STRUCTURE, 18" X 18" X 10"-1 EACH

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., FIBERGLASS BULLET RESISTANT-30’

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., PVC TYPE C-110’

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., FIBERGLASS BULLET RESISTANT-30’

JUNCTION BOX, STAINLESS STEEL, ATTACHED TO STRUCTURE, 18" X 18" X 10"-1 EACH

CONDUIT ATTACHED TO STRUCTURE, 4" DIA., PVC TYPE C-10’

UNDERGROUND CONDUIT, PVC, 4" DIA, MULTI-DUCT-10’
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