
15’ RADIUS

15’ RADIUS

33.39’ RT
STA. 10+95.76

53.66’ RT
STA. 11+11.00

40.19’ RT
STA. 10+85.79

56.32’ RT
STA. 10+72.02

 

 

 

  

 

 

   

 

   

 

 

   

 

 

  

PROPOSED CONCRETE GUTTER, TYPE A

PROPOSED CONCRETE GUTTER, TYPE A 35’ RADIUS

15’ RADIUS

25’ RADIUS

25’ RADIUS

5’ RADIUS

15’ RADIUS

15’ RADIUS

31.15’ RT
STA. 9+62.82

15.0’ RT
STA. 9+18.92

20.28’ RT
STA. 9+14.51

22.0’ RT
STA. 9+13.56

33.95’ RT
STA. 8+94.78

34.76’ RT
STA. 8+87.12

29.08’ RT
STA. 8+68.43

29.24’ RT
STA 8+65.22

15.0’ RT
STA. 8+87.03

20.22’ RT
STA. 8+86.27

22.0’ RT
STA. 8+84.62

15.0’ LT
STA. 8+82.55

22.0’ LT
STA. 8+83.76

28.53’
STA. 8+81.77

41.85’ LT
STA 8+74.04

50.0’ LT
STA. 8+89.57

22.13’ LT
STA. 9+04.20

20.91’ LT
STA. 9+04.84

15.34’ LT
STA. 9+09.90

STA. 8+00.0

~ PULLEYS MILL RD.
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PROPOSED CONCRETE GUTTER, TYPE A

PROPOSED CONCRETE GUTTER, TYPE A

30’ RADIUS

15’ RADIUS

15’ RADIUS

35’ RADIUS

20’ RADIUS

9.0’ RT
STA. 11+00.0

11.99’ RT
STA. 11+00.02

24.23’ RT
STA. 10+94.92

9.00’ RT
STA. 10+85.01

23.65’ RT
STA. 10+84.87

33.54’ RT
STA. 10+44.68

12.09’ RT
STA. 10+78.34

8.99’ LT
STA. 11+00.10

12.0’ LT
STA. 10+92.22

19.0’ LT
STA. 10+82.58

57.37’ LT
STA. 10+72.68

57.37’ LT
STA. 10+54.68

34.06’ LT
STA. 10+54.68

19.00’ LT
STA. 10+47.84

9.00’ LT
STA. 10+43.37

+41.72

X

X

X
X

~ PULLEYS MILL RD.

STA. 11+50.00

X

SECTION COUNTY

ILLINOIS FED. AID PROJECT
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   D9 SAFETY 2013-1   
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SCALE:          

DEPARTMENT OF TRANSPORTATION

STATE OF ILLINOIS

FILE NAME
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DRAWN
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        PULLEYS MILL RD       

  CONSTRUCTION/REMOVAL SHEETS 

SHEET    OF    SHEETS STA.          TO STA.           

-

-

-

-

-

-

-

-$MODELNAME$

          

          

          

          

          

          

          

          

PAVEMENT REMOVAL

9

0 50’ 100’

1’’= 20’

INCIDENTAL HMA SURFACING

97.97’ LT
STA. 10+67.20

97.05’ LT
STA. 10+56.81

43.40’ LT
STA. 10+72.68

14.15’ LT
STA. 10+32.82

X    TREE REMOVAL

AGGREGATE SURFACE COURSE, TYPE A

MUST BE PLACED IN FRONT YARD OF RESIDENCE WITHIN CONSTRUCTION LIMITS.

LOCATION OF TREES AS DETERMINED BY THE ENGINEER.

TREES TO BE REPLACED WITH 4 NEW TREES
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