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W.B. STA. 75+24 TO STA. 142+56

STA. 91+81 TO STA. 143+48E.B.

STA. 51+07 TO STA. 70+68
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LEGEND

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX. "D", N70, 1�"

PROPOSED GRADING AND SHAPING SHOULDER

PROPOSED AGGREGATE WEDGE SHOULDER, TYPE "B"

PROPOSED POLYMERIZED HOT-MIX ASPHALT BINDER COURSE, STONE MATRIX ASPHALT, N80, 2"

PROPOSED POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE, STONE MATRIX ASPHALT, N80, 2"

PROPOSED POLYMERIZED LEVELING BINDER, IL-4.75, N50, 3/4"

2

5

EXISTING HOT-MIX ASPHALT SHOULDER 

EXISTING AGGREGATE SHOULDER TYPE "B"

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4" (RAMPS)

PROPOSED HOT-MIX ASPHALT BINDER COURSE,  IL-19, N70, 2 1/4"

EXISTING PIPE UNDERDRAIN

EXISTING CONC BARRIER WALL SINGLE FACE 

EXISTING C.R.C. PAVEMENT, 11"

EXISTING SUB-BASE GRAN. MATL., 6"
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EXISTING HOT-MIX ASPHALT SURF. CSE., | 5"

PROPOSED SHOULDER RUMBLE STRIP, 16"

*

**

**     SEE SUGGESTED SEQUENCE OF STAGING FOR PROPOSED MILLING THICKNESS.

     CONTRACTOR SHALL PATCH BEFORE MILLING

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 4" (MAINLINE)

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 3 3/4" (OUTSIDE & INSIDE MAINLINE SHOULDERS)
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**

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL, 2" (MAINLINE)
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