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NOTE:

UNLESS OTHERWISE NOTED.

INTERSTATE 94 ARE BASED ON THE CENTERLINE

PAVEMENT MARKING STATIONS PROVIDED ALONG

WHERE OTHERWISE NOTED IN THE PLANS.

AND THE EDGE OF STOP BAR CLOSEST TO IT EXCEPT

MAINTAINED BETWEEN THE EDGE OF THE CROSSWALK

A MINIMUM DISTANCE OF 4 FEET SHALL BE

GIVEN AT THE MIDDLE OF THE STOP BAR.

THE STATION OR OFFSET FOR STOP BAR LOCATIONS IS

REINSTALLED IN THE SAME LOCATION.

STAGING OF CONSTRUCTION SHALL BE REAPPLIED OR

REMOVED OUTSIDE THE IMPROVEMENT LIMITS FOR

RAISED REFLECTIVE PAVEMENT MARKERS THAT ARE

EXISTING PAVEMENT MARKINGS AND LENSES FOR

MARKINGS.

ALL MEDIAN NOSES SHALL HAVE YELLOW PAVEMENT

MARKINGS.

HOURS PRIOR TO THE PLACEMENT OF THE PAVEMENT

THE CONTRACTOR SHALL NOTIFY THE ENGINEER 72

MARKINGS TC-13.

DETAILS TC-12, AND DISTRICT ONE TYPICAL PAVEMENT

RESISTANT), MULTI-LANE FREEWAY PAVEMENT MARKING

RAISED REFLECTIVE PAVEMENT MARKERS (SNOW-PLOW

FOR ADDITIONAL DETAILS, SEE TYPICAL APPLICATIONS

SHALL BE GROOVED INTO THE PAVEMENT.

ALL PREFORMED PLASTIC, TYPE B PAVEMENT MARKINGS

PREFORMED PLASTIC, TYPE B.

MARKINGS ALONG INTERSTATE 94 WHICH SHALL BE

ON HMA PAVEMENT EXCEPT FOR ALL LANE LINE

PAVEMENT MARKING SHALL BE USED FOR ALL MARKINGS

FOR ALL MARKINGS ON PCC PAVEMENT. THERMOPLASTIC

POLYUREA PAVEMENT MARKING TYPE 1 SHALL BE USED
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