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WIRING DIAGRAM

WILLOW ROAD AT THREE LAKES DRIVE / FOX MEADOW DRIVE

LIGHTING PLAN

NOTES:

4241.

AND MAST ARM DETAILS.

SEE TRAFFIC SIGNAL PLANS FOR COMBINATION POLE

CONTROLLER DIAGRAM.

SEE SHEET NO.     FOR COMBINATION LIGHTING

SEE SHEET NO.     FOR LEGEND AND GENERAL NOTES.

4352.

3.

4’-3" UC

TRAFFIC SIGNAL CONTROLLER W/ UPS (PAID UNDER TRAFFIC SIGNAL ITEMS)
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LEGEND
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WILLOW ROAD

FOX MEADOW DRIVE

THREE LAKES DRIVE

PR COMB. LIGHTING CONTROLLER "1"

PR TRAFFIC SIGNAL/LIGHT ELECTRIC SERVICE BOX

120/240, 1 , 3-WIRE

PR GROUND MOUNTED SERVICE INSTALLATION

0

250W, 240V, ON BLACK WIRE

250W, 240V, ON RED WIRE

PR COMB LIGHTING CONTROLLER "1" (MOUNTED TO TRAFFIC SIGNAL CABINET)

C
L
C

LUMINAIRE, HPS, HORIZ. MOUNT,

LUMINAIRE, HPS, HORIZ. MOUNT,

3-1/C NO. 4 AND 1/C NO. 6 GROUND

H

TRAFFIC SIGNAL POLE (TYP)

PR COMBINATION LIGHTING AND

1" DIA. POLYETHYLENE (TYP)

600V (XLP-TYPE USE)

AND 1/C NO. 10 GROUND,

UNIT DUCT WITH 2-1/C NO. 8

(PAID UNDER TRAFFIC SIGNAL ITEMS)

AND FOUNDATION) AND BE 230 FOR SERVICE PANEL DETAILS

DETAIL TS 3 FOR ELECTRICAL INSTALLATION ENCLOSURE

TS/LIGHT ELECTRIC SERVICE BOX (SEE TRAFFIC SIGNAL

GROUND MOUNTED (PAID UNDER TRAFFIC SIGNAL ITEMS)

PR SERVICE INSTALLATION, 120/240V, 1 , 3-WIRE

CONDUIT TO BE SHARED WITH TRAFFIC SIGNAL SERVICE CABLE.

3-1/C NO. 4 AND 1/C NO. 6 IN 2" FOR LIGHTING.

1/C NO. 10 GROUND, (XLP-TYPE USE)

UNIT DUCT, 600V, 2-1C NO. 8, 
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