
 

 

 

  

 

 

   

 

   

 

 

 

  

(millimeters) unless otherwise shown.

Note: All dimensions are in INCHES

  

 

SECTION COUNTY

ILLINOIS FED. AID PROJECT

315 MCLEAN 225 54
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NO.RTE.
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F.A.P.

SIDEROADS, SIDESTREETS, & RAMPS

              

              

              

              

GENERAL NOTES

1.

2.

3.

4.

4% PER FT. MIN.

MATCH EXISTING SLOPE

VARIES

1�"

WIDTH MIN.

OR EXIST. SHOULDER

10’-0" DESIRABLE

RESURFACING

EDGE OF HMA

TREATMENT OR HMA SURFACING

EXISTING A-3 SURFACE

EXISTING HMA

EXISTING PAVEMENT

EXISTING HMA OVERLAY

EXISTING AGGREGATE

R.O.W. LINE

RADIUS RETURN OR

GREATER OF END OF

EXIST. SLOPE

MATCH

(168 LBS/SQ YD)

HMA SURFACE COURSE, MIX C, N50

HMA SURFACE REMOVAL, 1 1/2"

(168 LBS/SQ YD)

INCIDENTAL HMA SURFACING

SIDEROADS & SIDESTREETS

HMA SURFACE REMOVAL (SPECIAL)

4% PER FT. MIN.

MATCH EXISTING SLOPE
1�"

RESURFACING

EDGE OF HMA

EXISTING PAVEMENT

EXIST. SLOPE

MATCH

(168 LBS/SQ YD)

INCIDENTAL HMA SURFACING

HMA SURFACE REMOVAL (SPECIAL)

40’

20’20’

EXISTING PCC PAVEMENT

EXIST. HMA OVERLAY (1")

10’

WIDTH (ON RAMPS)

EXIST. SHOULDER

28’-0" (OFF RAMPS)

BASE COURSE

EXISTING AGGREGATE

4% PER FT. MIN.

MATCH EXISTING SLOPE
1�"

RESURFACING

EDGE OF HMA

EXISTING PAVEMENT

EXIST. SLOPE

MATCH

(168 LBS/SQ YD)

HMA SURFACE COURSE, MIX C, N50
(168 LBS/SQ YD)

INCIDENTAL HMA SURFACING

HMA SURFACE REMOVAL (SPECIAL)

(112 LBS/SQ YD)

LEVELING BINDER (MM), IL-9.5FG, N50

40’

20’20’

EXISTING PCC PAVEMENT

EXIST. HMA OVERLAY (1")

10’

(168 LBS/SQ YD)

HMA SURFACE COURSE, MIX C, N50

(112 LBS/SQ YD)

LEVELING BINDER (MM), IL-9.5FG, N50

I-55 ON RAMPS (B&D)
I-55 OFF RAMPS (A&C)

40’ (RAMP D)

84’ (RAMP B)

97’ (RAMP C)

50’ (RAMP A)

TO 2’ AT BACK OF RETURN.

TAPER WIDTH FROM 4’ ALONG MAINLINE

WRAPPED AROUND THE SIDEROAD RETURNS.

AGGREGATE SHOULDERS, TYPE B WILL BE

 

RUNDOWNS".

(<400 ADT) SHALL HAVE "FEATHEREDGE

HMA OR PCC.  MINOR SIDEROAD/SIDESTREETS

WHETHER THE EXISTING ENTRANCE IS

SHALL HAVE "BUTT JOINTS" CONSTRUCTED

MAJOR SIDEROAD/SIDESTREETS (>400 ADT)

BY THE ENGINEER.

SHOWN IN THE PLANS AND/OR AS DIRECTED

PROPOSED SIDEROAD GRADES SHALL BE AS

STANDARD SPECIFICATIONS

IN ACCORDANCE WITH SECTION 408 OF THE

THE EXISTING SURFACE SHALL BE PREPARED


