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SUBJECT: FAU 6915 (Adams Street)  
  Section 21-00151-00-SW (Macomb)                   
  McDonough County 
  Contract No. 89829 
  Item 121 
  January 19, 2024 Letting 
  Addendum (A) 
 
 

NOTICE TO PROSPECTIVE BIDDERS: 
 
Attached is an addendum to the plans or proposal.  This addendum involves revised 
and/or added material.  
 

1. Revised Special Provision Index   
2. Added page 12A to the Special Provisions  

 
 

Prime contractors must utilize the enclosed material when preparing their bid and must 
include any changes to the Schedule of Prices in their bid.   
 
 
 
Very truly yours, 
 

 
 
 
Jack A. Elston, P.E. 
Bureau Chief, Design and Environment 
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PCC QMP ELECTRONIC REPORT SUBMITTALS 

Effective: January 13, 2022 

The Contractor’s QC personnel shall be responsible for electronically submitting the following 
reports to the Department: PRO and IND data for BMPR MI654 "Air, Slump, & Quantity"; PRO 
data for BMPR MI655 "PCC Strength"; and PRO data for BMPR MI504 "Field/Lab Gradation". 
The format for the electronic submittals will be the "QMP" reporting program which will be 
provided by the Department. Microsoft Office 2007 or newer is required for this program which 
must be provided by the Contractor. 

PCC AUTOMATIC BATCHING EQUIPMENT 

Effective: April 23, 2010 Revised: August 1, 2023 

Portland cement concrete provided shall be produced from batch plants that conform to the 
requirements of Article 1103.03 (a) and (b) of the Standard Specifications for Road and Bridge 
Construction. Semi-automatic batching will not be allowed. 

Plants shall have computerized batching interfaced with a printer. IDOT Producer Number, 
IDOT Concrete Material Code, batch weights, aggregate mixtures, water added, amount of each 
admixture or additive, and percent variance from design shall be printed for each batch. The 
ticket shall state the actual water-cement ratio as batched, and the amount of water that can be 
added to the batch without exceeding the maximum water-cement ratio. Truck delivery tickets 
will still be required as per Article 1020.11 (a)(7) of the Standard Specifications. 
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