
1x2-#8 e (E) I.F.

1x2-#4 e (E) O.F.

16’-8�"

146’-8"

3-#4 e(E) E.F.

16’-8�" 7’-11" 7’-11" 16’-0�" 16’-0�" 16’-0�" 7’-11" 7’-11" 16’-8�" 16’-8�"

7 Spa. @ 7’-9" = 54’-3" Post Spacing

E.F.

3-#4 e (E)

each rail post

2-d (E) bars at

3-#4 e (E) E.F.
E.F.

3-#4 e (E)
3-#4 e(E) E.F.

Sidewalk

Top of

16’-8�"

146’-8"

16’-8�" 7’-11" 7’-11" 16’-0�" 16’-0�" 16’-0�" 7’-11" 7’-11" 16’-8�" 16’-8�"

Spacing

Parapet Joint

FED. ROAD DIST. NO. 7

ROUTE NO.

*

SEC

*

COUNTY

ILLINOIS PROJECT

SHEETTOTAL
SHEETS

63

NO.

39

SHEET NO. 11
FAU

8173
MORGAN

(69-HB)BR

HUTCHISON ENGINEERING, INC.

JACKSONVILLE, ILLINOIS

STRUCTURE NO. 069-0521

STATION 100+00.00

MORGAN COUNTY

SECTION (69-HB)BR

OVER ILLINOIS ROUTE 104

MOUND ROAD (FAU ROUTE 8173)

SUPERSTRUCTURE DETAILS

CHECKED

CHECKED

DESIGNED

DRAWN

INSIDE ELEVATION OF NORTH PARAPET

INSIDE ELEVATION OF SOUTH PARAPET

(North Parapet)(South Parapet)

2 1 2
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2
1
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6
e (E) I.F.

1-#8

e (E) I.F.

1-#8

OF 27 SHEETS

3

2

139-#4 d (E) bars @ 12" cts. O.F.

139-#6 d (E) bars @ 12" cts. I.F.

Spacing

Parapet Joint

CONTRACT NO. 72837
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�" } Backer Rod

(Optional)

Const. Jt.

(Mandatory)

Const. Jt.
Concrete Superstructure

Cost included with

B 209 alloy 3003-H14.

�’’ Aluminum sheet ASTM

Const. Jts. at Piers

P
a
r
a
p
e
t 

J
ts
.

2
’-

0
’’
 

PARAPET JOINT DETAILS

Superstructure.

included with Concrete

of the Std. Spec.  Cost

according to Article 1051.07

Expanding Cork Joint Filler

�’’ Preformed Self-

�’’

�’’

�’’

with a �" backer rod.

Type S, Grade NS, Class 25, Use T

requirements of ASTM C-920,

polyurethane sealant meeting the

non-sag elastomeric gun grade

Non-staining gray one component

1’
-
9
’’

Top of sidewalk

1�
’’

10’’

1’-0’’

1�’’ 1�’’

(Mandatory)

Const. Jt.

I.F.

1-#8 e (E)

e (E) O.F.

1-#4

7-#4 e (E)*

O.F.

1-#4 e (E)

7-#4 e (E)* 7-#4 e (E)*

O.F.

1-#4 e (E)

I.F.

1-#8 e (E)

e (E) O.F.

1-#4

Superstructure.

included with Concrete

of the Std. Spec.  Cost

according to Article 1051.07

Expanding Cork Joint Filler

�’’ Preformed Self- E.F. = Each Face

O.F. = Outside Face

I.F. = Inside Face

7-#4 e(E)*

*See parapet section, Sheet No. 10 of 27

Use T with a �" backer rod. 

Type S, Grade NS, Class 25,

requirements of ASTM C-920,

polyurethane sealant meeting the

non-sag elastomeric gun grade

Non-staining gray one component

7
�
"

joint - backer rod not required)

concrete sealer (full width along

�"x�" Formed joint with

9
"

2280-2b111

161-#5 d(E) bars @ 11" cts.

7-#4 e(E)*

�
"

�" �"

2
’-

0
’’

7
’’

3
’’

typ.

2’-0’’

typ.

2’-6’’

to fit taper, typ.

Cut 3-#5 d(E) bars

ty
p
.

5
’’

ty
p
.

5
’’

to fit taper, typ.

Bend 1-#4 e(E) bar typ.

2’-0’’

ty
p
.

5
’’

Date:  12/21/07

Alum. Railing, Type "L"

1 line of bars with 2 lengths per line.

    Bars indicated thus 1 x 2 -#5 etc. indicates

Notes:

MIN. BAR LAP

#8 bar = 3’-5"

#4 bar = 1’-4"

BAN

JOH

BAN

TD

4’-0"

1’
-
9
�

"

4’-6�" 5 Spa. @ 8’-4" = 41’-8"

5

6

5-#5 d (E) bars @ 12" cts. I.F., Cut to Fit Taper

5 Spa. @ 8’-4" = 41’-8"

8

4’-6�"

5-#4 d (E) bars @ 12" cts. O.F., Cut to Fit Taper

@ 12" cts. E.F.

3-#4 e (E) bars

1’
-
9
"

Joint (Typ.)

Parapet


