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D D

12" 12"

UNDER EXISTING PAVEMENT

REPLACEMENT AND BACKFILL

PAVEMENT REMOVAL, PAVEMENT

DETAIL OF TRENCH EXCAVATION,

AND BACKFILL UNDER TURF

DETAIL OF TRENCH EXCAVATION

TYP.

4"

18"+D+18" MAX., WHEN TRENCH > 5 FT.

9"+D+9" MAX., WHEN TRENCH < 5 FT.

D + 36" MAXIMUM

D + 18" MINIMUM

18"

9" TO

18"

9" TO

TYP.

4"

SAND CUSHION

TRENCH BACKFILL

D + 5’-0" MAXIMUM

D + 3’-6" MINIMUM

18"+D+18" MAX., WHEN TRENCH > 5 FT.

9"+D+9" MAX., WHEN TRENCH < 5 FT.

18"

9" TO

18"

9" TOPATCHING

PAVEMENT

GRANULAR BACKFILL, 6"

TRENCH BACKFILL.

AT THE CONTRACT UNIT PRICE PER CU. YD. FOR

PAID FOR SEPARATELY, BUT WILL BE PAID FOR

BACKFILL.  GRANULAR BACKFILL WILL NOT BE

THE PLANS INCLUDE THE VOLUME OF GRANULAR

THE TRENCH BACKFILL QUANTITIES SHOWN ON

NOTE:

STORM SEWER

PROPOSED

GROUND

ORIGINAL

BACKFILL

EARTH

CUSHION

SAND

STORM SEWER

PROPOSED

PAVEMENT

EXISTING

D

TYP.

4"

18"+D+18" MAX., WHEN TRENCH > 5 FT.

9"+D+9" MAX., WHEN TRENCH < 5 FT.

D + 36" MAXIMUM

D + 18" MINIMUM

18"

9" TO

18"

9" TO

STORM SEWER

PROPOSED

GROUND

ORIGINAL

BACKFILL

TRENCH

CUSHION

SAND

ROADWAY PAVEMENT AND ENTRANCES

AND BACKFILL UNDER PROPOSED

DETAIL OF TRENCH EXCAVATION

STATION       L1, FT       L2, FT.

95+00         90           75

104+40         140          105

*
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FANNED 4’-0" 

3 #4 BARS

CURB AND GUTTER

COMBINATION CONCRETE 

ON THE PLANS

OR AS SHOWN 

ROW LINE

EXPANSION JOINT FILLER

�" THICK PREFORMED 

ROLL END OF CURB

CONCRETE SIDEWALK

PORTLAND CEMENT 

12’ MIN.

AS SHOWN ON PLANS

EXPANSION JOINT FILLER

�" THICK PREFORMED

D
O

W
N D

O
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N

18"

2’-0" 4’-0"

ON THE PLANS

OR AS SHOWN 

ROW LINE

PAVEMENT

EDGE OF 

* AS SHOWN ON CROSS SECTIONS

* 2%* 

SEE NOTES

SIDEWALK ACROSS ENTRANCES

DRIVEWAY PAVEMENT, 6 INCH, SPECIAL

OR PORTLAND CEMENT CONCRETE

DRIVEWAY PAVEMENT, 6 INCH

PORTLAND CEMENT CONCRETE

SEE PLAN SHEETS

CLASS D PATCHES, 12"

DRIVEWAY PAVEMENT, 6 INCH

PORTLAND CEMENT CONCRETE

HOT-MIX ASPHALT TAPERS

BUTT JOINT 

HMA REMOVAL - 

COURSE

HMA SURFACE 

BINDER*

HMA LEVELING 

HMA RESURFACING

EXISTING PAVEMENT WITH 

BOTTOM OF THE 2�" NOMINAL OVERLAY.

TO BUILD UP RESURFACING THICKNESS TO THE 

HMA CONCRETE BINDER COURSE SHALL BE USED 

WHEN LEVELING BINDER THICKNESS EXCEEDS 3",  

ENTRANCE DETAIL

 99

2’ (MIN)
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TYPE 6 (SPECIAL)

TRAFFIC BARRIER TERMINAL,

21.31’
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’

6

TYPE 2 (SPECIAL)*

TRAFFIC BARRIER TERMINAL,

*

TERMINALS (SPECIAL)

DETAIL FOR TRAFFIC BARRIER

SOUTHEAST GUARDRAILS.
OF NORTHWEST, NORTHEAST, AND
TYPE 2 (SPECIAL) RADIUS TYPICAL
WITH TRAFFIC BARRIER TERMINAL,
TRAFFIC BARRIER TERMINAL, TYPE 6

TRAFFIC BARRIER TERMINAL, TYPE 6*
43.15’

MOUND ROAD (FAU 8173)

P
E
 

+
7
3
.2
’

SHOULDERS

HOT-MIX ASPHALT

SHOULDERS

HOT-MIX ASPHALT

APPROACH PAVEMENT


