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SURFACE REMOVAL - BUTT JOINT
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MATERIAL, TYPE A 4"

EXISTING SUB-BASE GRANULAR

EXISTING P.C.C. PAVEMENT, 10"

RESURFACING, 2�"

EXISTING HOT-MIX ASPHALT 

TREATMENT

HIGH FRICTION SURFACE

REMOVAL - BUTT JOINT

HOT-MIX ASPHALT SURFACE

| �"

NOT TO SCALE

5’-0"

C D

MATERIAL, TYPE A 4"

EXISTING SUB-BASE GRANULAR

TREATMENT

HIGH FRICTION SURFACE

| �"

NOT TO SCALE

5’-0"

SURFACE REMOVAL - BUTT JOINT

PORTLAND CEMENT CONCRETE

EXISTING CLASS A PATCH, 13"

GENERAL NOTES

TYPICAL PROFILE TYPICAL PROFILE

GENERAL NOTES

DETERMINED BY THE ENGINEER.

MAY BE REQUIRED TO MEET FIELD CONDITIONS AND WILL BE

PAVEMENT.  ADJUSTMENTS TO THE DEPTH OF THE BUTT JOINT

TO ALLOW THE MATERIAL TO BE FLUSH WITH THE EXISTING

TREATMENT AT THE BEGINNING AND END OF THE RAMPS

THE INTENT IS TO INLAY THE HIGH FRICTION SURFACE

FOR THE HIGH FRICTION SURFACE TREATMENT OPERATIONS.

THE WORK SHALL BE COMPLETED UNDER RAMP CLOSURE

THE STANDARD SPECIFICATIONS.

WITH APPLICABLE ARTICLES OF SECTION 406 OF 

THE WORK SHALL BE PERFORMED IN ACCORDANCE
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