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AS DIRECTED BY THE ENGINEER

VARIABLE (1:4 MIN - 1:10 MAX)

PR PIPE CULVERT (IF APPLICABLE)  GRADE

DSFL

USFL

DITCH GRADE LINE

        THE DITCHLINE BEING LOCATED IN THE ENTRANCE FLARE AREA.

NOTE 1:  WIDTH OF ENTRANCE MAY BE INCREASED AT THE PIPE CULVERT DUE TO
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DETAIL F - RURAL PE, CE OR FE

PLAN

NOTES

PR AGGREGATE SURFACE COURSE, TYPE B - 8" (TON)

4%

3' 3'

3' 3'

3
'

3
'

(12'  MIN.- 35'  MAX.)

W - SEE NOTE 1 

1
6
'

16'

12' MIN. TO 35' MAX. - CE

12' MIN. TO 24' MAX. - FE & PE

SECTION  J-J  ENTRANCE TYPICAL SECTION

 

109.04 OF THE STANDARD SPECIFICATIONS.

CONTAINED IN THE PLANS WILL BE PAID FOR IN ACCORDANCE WITH ARTICLE

ANY WORK THE ENGINEER REQUIRES WHICH IS NOT COVERED BY A PAY ITEM

 

WILL BE ALLOWED FOR THIS REDUCTION IN QUANTITIES.

THEREFORE, REDUCING PAY ITEM QUANTITIES.  NO ADDITIONAL PAYMENT

TO SALVAGE PORTIONS OF THE EXISTING ENTRANCE PAVEMENT STRUCTURE;

ENGINEER TO IMPLEMENT THE FINAL DESIGN.  THE ENGINEER MAY DECIDE

THE PLAN DETAILS AND SCHEDULES SHOULD BE USED AS A GUIDE FOR THE

 

ON THIS PROJECT.

TO BE COMPLETED FOR ALL ENTRANCES, SIDEROADS AND MAILBOX TURNOUTS

THE RESIDENT ENGINEER WILL DETERMINE THE EXACT TYPE OF IMPROVEMENT
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(TR 44) - AGGREGATE SURFACE COURSE, TYPE B - 8" (TON)

(IL RTE 10) - PR HOT-MIX ASPHALT SHOULDERS, 8" (SQ YD) PR

PR AGGREGATE SURFACE COURSE TYPE B, 6" (TON) - FE 

FOR EX EARTH, OR AGGREGATE SURFACES:

& THE EDGE OF PAVEMENT FOR FE ONLY (TR 44).

      THE EDGE OF SHOULDER FOR FE ONLY (IL RTE 10)

NOTE: THIS TREATMENT IS TO CONTINUE UP TO 

MATCH EX SURFACE TYPE (AGGREGATE OR BETTER)

PROFILE SHEETS

VARIES - SEE PLAN & 
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