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  EXISTING & PROPOSED TYPICAL 

        CROSS-SECTIONS        

              

              

              

              

STATION   TO   STATION

EXISTING TYPICAL CROSS SECTION

~ LOGAN AVE.

= 622+89.31 BK

186+81.78 AH       188+46

10" P.C.C. PAVEMENT

PAVEMENT FABRIC

LONGITUDINAL METAL JOINT

SUB-BASE GRANULAR

MATERIAL, 6"

~ U.S. 150

11’-0" 11’-0" 10’-0"

& VAR.

4’ 6’

3’-0"

5’-0"5’-0"

11’-0" 11’-0"

 3/16 "/FT. 3/16 "/FT.

BITUMINOUS CONCRETE

RESURFACING (3"-4 1/4 " VARIES) P.C.C. BASE COURSE

WIDENING (TYP.)

CONCRETE CURB & GUTTER,

TYPE B-6.24 (TYP.)

STATION   TO   STATION

PROPOSED TYPICAL CROSS SECTION

~ LOGAN AVE.

= 622+89.31 BK

186+81.78 AH       188+46
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~ U.S. 150

11’-0" 11’-0" 10’-0"

& VAR.

4’ 6’

3’-0"

5’-0"5’-0"

11’-0" 11’-0"

MATCH EXISTING SLOPE MATCH EXISTING SLOPE

HOT MIX ASPHALT SURFACE REMOVAL, 5 1/4 "

HOT MIX ASPHALT SURFACE COURSE, MIX "D", N70 (168 LBS/SQ. YD.)

HOT MIX ASPHALT BINDER COURSE, IL 19.0 N70 (420 LBS/SQ. YD.)

*FAU 7052 / FAP 729
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NOTE: HMA IS TO BE REMOVED TO

THE TOP OF THE PCC PAVEMENT.


