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STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION
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VAR VAR

1

.
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%

1
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%

~ FAP 67

~ FAP 67

1" 

MIN.
(typ.)

3.0’9.0’9.0’3.0’3.0’

22 20 19 20 2220

3.0’9.0’3.0’ 9.0’

23 23 23

23 2323

1/4" 

(typ.)

MIN.

20 202024 2424

198 8

1" 

MIN.
(typ.)

VAR. 0.0’

TO 3.0’

TYPICAL CROSS SECTION #9

213+84.91 TO 224+39.51

1

1

.

5

%

1

.

5

%

1/4" 

(typ.)

MIN.

224+39.51 TO 261+27.81

TYPICAL CROSS SECTION #10

SHEET 5 0F 7

5

5

4.0’ VARIABLE

4’ TO 10’

*

EXISTING SHOULDER WIDTHS:

4’-0" WIDTH AT:

213+84.91 TO 222+52.93

10’-0" WIDTH AT:

222+52.93 TO 224+39.51

*-
PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL DEPTH

TRANSITION FROM VARIABLE DEPTH (1/2" @ ~) TO 1-1/2":

223+50.00 TO 223+90.00

EXISTING CONCRETE V-GUTTER LOCATION:

224+78.78 LT TO 273+01.45 LT

10

EXISTING CONCRETE V-GUTTER LOCATION:

224+55.40 RT TO 264+49.69 RT
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8

10
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20

21

22

23

18

3

4

1

2

24

LEGEND

EXIST. P.C.C. PAVEMENT (9"-6"-9")

EXIST. 3/4" DIA. BAR

EXIST. 1/2" DIA. BAR

EXIST. P.C.C. WIDENING 8"

EXIST. BITUMINOUS WIDENING OR BASE COURSE 9"

EXIST. BITUMINOUS SURFACE

 (SEE TYPICAL SECTIONS FOR THICKNESS)

EXIST. BITUMINOUS SHOULDERS, 6"

EXIST. BITUMINOUS SHOULDERS, 8"

EXIST. AGGREGATE SHOULDERS

EXIST. CONCRETE GUTTER

EXIST. LEVELING BINDER (MACHINE METHOD)

 MIX. C, TYPE 2, 3/4"

EXIST. LEVELING BINDER (MACHINE METHOD)

 MIX. B, TYPE 2, 1-3/4"

EXIST. BITUMINOUS CONCRETE SURFACE COURSE,

 MIX. D, CLASS 1, TYPE 2, 1-1/2"

EXIST SUB-BASE GRANULAR MATERIAL, TY A, 4"

EXIST STABILIZED BASE COURSE, 8"

EXIST BITUMINOUS CONCRETE SURFACE, 3"

EXIST LEVELING BINDER (MACHINE METHOD)

 TY 2 - VARIABLE DEPTH

EXIST LEVELING BINDER (MACHINE METHOD)

 TY 2 - 1"

25 PROP. HOT-MIX ASPHALT SHOULDER REMOVAL AND

REPLACEMENT, | 10"

VARIABLE

8.8’ TO 10.0’

VARIABLE

9.3’ TO 10.0’

PROP. HOT-MIX ASPHALT SURFACE REMOVAL

 (1/2" @ ~ & VARIABLE DEPTH)

PROP. HOT-MIX ASPHALT SURFACE COURSE,

 MIX D, N70, 1-1/2"

PROP. AGREGATE SHOULDERS, TYPE-B

PROP. PAINT PAVEMENT MARKINGS - LINE 5"

PROP. HOT-MIX ASPHALT SURFACE REMOVAL, 1-1/2"

NOT USED


