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BARRICADES AT 20’ CENTERS ALONG TAPER

40’ TYP.

 

LEGEND

DIRECTION OF TRAFFIC

ARROW BOARD

MONODIRECTIONAL LIGHTS

TYPE III BARRICADE WITH FLASHING

TRAFFIC SIGN

FLEXIBLE DELINEATOR

CONSTRUCTION AREA

CONDITIONS BETWEEN CEDAR AND CHESTNUT.

TOPO DOES NOT REFLECT CURRENT
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TYPE I OR II BARRICADE OR DRUM 

PAVEMENT MARKING LEGEND
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165’ LN MERGER

MOT FOR CEDAR ST

SEE 2013 STAGE 1

- 12" WHITE

- 4" WHITE SKIP DASH (2’/6’)

- 4" WHITE (10’/30’)

- 4" WHITE SKIP DASH (2’/4’)

- 6" WHITE

- 12" YELLOW

- 24" WHITE

- 4" WHITE

- 4" YELLOW

ACTUAL FIELD CONDITIONS AND DIMENSIONS.

VERIFY LAYOUT OF LANE CLOSURES WITH 

NOTE:

SECTION COUNTY

ILLINOIS FED. AID PROJECT

742 WINNEBAGO 705 196
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CHURCH ST.  2013 STAGE 1

MAINTENANCE OF TRAFFIC
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