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705

HANDHOLE

REMOVABLE POLE CAP

1.

2.

VIBRATION DAMPENER

FACTORY INSTALLED

4
0
' 
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N

G
 

H
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H
T

18" MIN.

3.

NOTES:

NOT TO SCALE

4.

34"

SINGLE MAST ARM

SPAN x 34" RISE

SEE NOTE 5 

* SEE NOTE 5 *

5.

* SEE NOTE 5 *

MANUFACTURER POLE LAMP VOLTAGETYPE DESCRIPTION

LUMEC 480 VSPECIAL

LIGHT POLE, 

LIGHT POLE, SPECIAL, LUMINAIRE SCHEDULE

LIGHT POLE, SPECIAL 

PULSE START

400W M.H.

INSIDE POLE

2 - NO. 10 COPPER

DMS55-400PSMH-SG3-480V

TYPE III CUTOFF CATALOG

DOMUS 55 SERIES,

*

* OR APPROVED EQUAL

*

*

SMOOTH POWDER BLACK

ALUMINUM ALLOY POLE

MAST ARM LENGTH AS SPECIFIED

BASE ON CONCRETE FOUNDATION 

VALMONT  40 FT M.H., WITH CLAMSHELL 

SYSTEM 

CLAMSHELL BREAKAWAY 

FHWA APPROVED ALUMINIUM 

2'-6"

(POWDER COATED)

& POWER BRACKETS

FLANGE 4 BOLT ARM

DEVICES

BREAKAWAY 

INSTALL (4)

OF 1.6 SQ. FT. INCLUDING ALL ATTACHMENTS.

LOADING OF 75 LB. LUMINAIRE WITH AN EPA 

POLES SHALL BE DESIGNED TO WITHSTAND 

OF 50 YEARS.

WIND VELOCITY AND A MINIMUM DESIGN LIFE 

LIGHT POLES SHALL BE DESIGNED FOR 90 MPH 

AT THE TIME THE PROJECT IS ADVERTISED.  

LUMINAIRES AND TRAFFIC SIGNALS" CURRENT 

STRUCTURAL SUPPORTS FOR HIGHWAY SIGNS, 

TO AASHTO "STANDARD SPECIFICATIOS FOR 

UNITS SHALL BE MANUFACTURED ACCORDING 

2.

1.

NOTES:

11 1/2"

12"

TO MATCH THE LIGHT POLE

SMOOTH POWDER BLACK FINISH

(BLACK)

OR APPROVED EQUAL

VALMONT MODEL OC24AC 

ALUMINUM CLAMSHELL BASE

FHWA-APPROVED BREAKAWAY

REFER TO NOTE 13, SHEET 487 FOR WHICH LENGTH.

SPAN LENGTH SHALL BE 6', 8', 10' OR 12'.

REFER TO DETAIL A ON THIS SHEET.

CONDUIT TRENCH - PHOTOCELL MOUNTING

REFER TO ROADWAY LIGHTING DETAIL

POLE WIRING DETAIL (BE-702)

REFER TO ROADWAY LIGHTING DETAIL

LIGHT POLE FOUNDATION DETAIL (BE-301).

REFER TO ROADWAY LIGHTING DETAIL FOR
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6" O.D.

WELDING)

TREATED TO T6 CONDITION AFTER

(LIGHT POLE ASSEMBLY IS HEAT

FROM 6063-T4 ALUMINUM TUBE

LIGHT POLE SHAFT FABRICATED

W/ (3) SET SCREWS

6" ALUM. TOP CAP
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FITTING ALUMINUM DOOR

CONNECTOR AND FLUSH

5/16"-18 HOLE FOR A GROUND

HANDHOLE OPENING WITH

4" x 6" REINFORCED ALUMINUM 

")DETAIL B" & "DETAIL A(SEE "

WITH COLLAR 

CAST ALUMINUM ANCHOR BASE

(BY OTHERS)

1" ANCHOR BOLTS 

(BY OTHERS)

ROD, AND PVC CONDUIT 

FOOTING, REINFORCING 

")PAGE 2(SEE "

SINGLE MAST ARM

6'-12' SPAN x 45" RISE

9
"
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1
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BANNER ARMS

(2) 24" LG. BREAKAWAY

OF POLE

LOCATED 23'-2" FROM BUTT

VIBRATION DAMPENER

FACTORY INSTALLED

ALUMINUM LIGHTPOLE SHAFT

10" O.D. x .250" WALL

 ANCHOR BASE

 TO BOTTOM OF

BUTT OF POLE

(BY OTHERS)

(4) 1" ANCHOR BOLTS

BOLT CIRCLE

13 3/8" DIA. MIN. 

BOLT CIRCLE

15" DIA. MAX. 

BOLT SLOTS

(4) 1 1/4 DIA. x 2 1/4" LG. 

DETAIL B

DETAIL A

BASE HEIGHT

5" 

12 15/16"

JOB# XXXXXXX

WALL:  .XXX  DATE:  X-XXXX

TEL:  651-463-8990

I.D. TAG, ORIENTATED 

HANDHOLE OPENING.

WELDED OPPOSITE 

A GROUND CONNECTOR

A 3/8"-16 HOLE FOR

T-STOCK GRD. LUG WITH 

1/4" THK. ALUMINUM 

4
'-
6
"

11 1/8"

COUPLINGS

BREAKAWAY 

(4) TRANSPO 

23 7/8"

4 11/32" x 2 3/8" ELLIPTICAL CROSS SECTION

TAPERED TO 2 3/8" O.D. AND FLATTENED TO 

ALUMINUM TUBE (6063-T6 ALLOY)

(.188" WALL WHEN REQUIRED) 

ARM MADE FROM 3 1/2" O.D.x .125" WALL

(6063-T6 ALUMINUM ALLOY)

6" CLAMP-ON EXTRUSION

DRAINAGE HOLE

6" DIA. POLE TOP

2 3/8" O.D.

10"

6'-12'

45"

4°

A

A

HEX NUTS

(4) 1/2"-13 SS

SS FLAT WASHERS

(8) 1/2" I.D. x 1 1/4" O.D.

LOCKWASHERS

(4) 1/2" I.D. SS SPLIT

6" DIA. POLE TOP

(6063-T6 ALLOY)

6" x 7"LG. BOLT-ON EXTRUSION

SECTION A-A

2 1/8" DIA. HOLE

SS HEX HEAD BOLTS

(4) 1/2"-13 x 1 1/4" LG.

1" I.D. RUBBER GROMMET

(WHEN REQUIRED)

GUSSETS (6061-T6 ALLOY)

(2) 1/4" ALUMINUM PLATE 

(6061-T6 ALLOY)

6" BOLT-ON EXTRUSION

HOLES

(4) 11/16" DIA.

HOLE

2 1/8" DIA.

EXTRUSION DETAIL

1 1/2"

7/8"

1 1/2"

7"4"

2 3/4"

3 1/2"

120°

5 1/2"

    COMPOUND.

    COATED WITH ANTI-SEIZE

    SERIES STAINLESS STEEL,

3. ALL HARDWARE IS 300

    CONDITION.

    AFTER FABRICATION TO T6

2. MAST ARM HEAT TREATED

1. WELDING WIRE (ER4043).

:NOTE


