
NOTES

PAVEMENT

AGGREGATE BASE

CROSS SLOPE (MIN 2%)

MATCH PAVEMENT

CA7 OR CA16

SECTION 601 OF THE STANDARD SPECIFICATIONS.

THIS WORK SHALL BE COMPLETED ACCORDING TO  

AND AS INDICATED IN THE PLANS.

DRAINS WILL BE REQUIRED AT ALL INLETS IN "SAG" AREAS

DRAIN FOR AGGREGATE BASES IN URBAN AREAS     88.4

BASES IN URBAN AREAS
DRAIN FOR AGGREGATE

REVISED -

PIPE UNDERDRAIN  

12 & VAR.

6

10-5-11

OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES UNLESS

CA7 OR CA16 AND THE CONNECTION TO THE INLET.

DIAMETER SPECIFIED WHICH PRICE SHALL INCLUDE THE

PRICE PER FOOT FOR PIPE UNDERDRAINS OF THE

THIS WORK WILL BE PAID FOR AT THE CONTRACT UNIT
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NOTE:

 45° TO LOCAL TAN.

TYPICAL MARKING FOR PAINTED ISLANDS     93.4

PAINTED ISLANDS
TYPICAL MARKING FOR

REVISED - 10-05-11

UNLESS OTHERWISE NOTED.

ALL DIMENSIONS ARE IN INCHES

 LANE LINE
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24 WHITE STOP BAR 
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SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

742 WINNEBAGO 705 567

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

(32, 33) R-1

CONTRACT NO. 64821

SHEET NO. 3  OF  19 SHEETS STA.            TO STA.            SCALE:          

REVISED -

-

-

-

REVISED

REVISED

REVISED

REGION 2 /   DISTRICT 2 STANDARD

$SCALE$

$DATE$=PLOT DATE

   

   

   

   


