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Item Unit Total

Cu. Yd.

L. Sum

Concrete Removal

Removal of Existing

Concrete Deck

1’-5’’

1’-0’’

Existing  1/2 ’’ PJF

to be removed

BILL OF MATERIAL

FOR BOTH W.B. & E.B.
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B B

5’-6’’

1’’

Indicates concrete to be removed as

Removal of Existing Concrete Deck.

Indicates concrete to be removed

as Concrete Removal.

PLAN

7
’-

9
’’

1
’-

9
’’

6
’-

0
’’

SECTION A-A

13’-0’’

1’-0’’

1’’ 1’’

10’-0’’ 1’-0’’

12’-2’’

Existing

 1/2 ’’ PJF
 1/2 ’’ PJF

Existing 4’’ Drain Pipe

(to remain)

1
’’

1’-0’’

1’’

1
’’

removed

Existing

to be
removed

2
’-

0
 1

/8
 ’

’6
’’

SECTION C-C

1’-9’’

1’-2’’

1
1

end to end of

slab

50’-0’’ end to end of slab

(W.B. shown & E.B. similar)

SECTION B-B

1’-0 7/8 ’’

and PJF included in Concrete Removal.

1’-0 7/8 ’’

5’’

Note: Cost of removal of coping angles ({3x3x 1/2 )

1
’-

0
’’

1
’-

0
’’

15.4

1
’-

0
’’ 1
’-

9
’’

4’-0’’

DETAIL X-PLAN VIEW

*Reuse existing 6’’ [ 13 Channel Coping, Studs and  1/4 ’’ x  1/2 ’’

Steel Rock Guard typ. See Detail A on sheet 5 of 7.

C

C
1
’’

to be

typ. to be removed

Existing Coping Angles {3x3x 1/2 

reused in proposed deck.

existing  1/4 ’’x 1/2 ’’ steel Rock Guard to be

*Existing 6’’ [ 13 Channel Coping, studs &

Existing Coping Angle { 3x3x 1/2 

to be removed

**Existing #5 bars in

endwalls to be reused

Existing Approach Slab

*See Note A on sht. 5 of 7.

**Existing reinforcement extending

into removed areas shall be cleaned,

straightened and incorporated into the

new construction. Cost included with

Concrete Removal.

Pit Entrance

**Existing reinforcement

in pit entrance walls

8’’

typ.

1’’

typ.

to be removed prior to Concrete

Removal. Store as directed by the

Engineer and re-install. Cost

included in Concrete Removal.
to be reused. typ.

 1/2 ’’

**Reuse existing #5 bars in sidewalls typ.

5’-6’’

end to end of

slab

typ.

A

A

See Detail X

C

C

Pit Entrance

1’-0’’

1’’

5’’

1’’

20’-0’’

CARLOCK WEIGH STATIONS

F.A.I. ROUTE 74 SECT. 57-18WS-2

STA. 1680+00.00 (WB) &

STA. 1666+50.00 (EB)

WS-2

57-18

7’’

20’-8 1/4 ’’
~ Weigh Station Complex

Fesseha Teklehaimanot

 SMR/FT

~ Dual 5’-6’’ Platforms

(Coping and PJF not shown)

Existing Raised

Median and Curb

1

Existing Coping Angles

Existing  1/2 ’’ Manhole Cover

Existing Manhole

frame and Studs
to remain.

(Concrete Deck and existing manhole frame not shown)

{3 x 3 x  1/2  to be removed

January 18

1726


