
FAI-72, MACARTHUR BLVD

SEC NO. 02-00382-02-PV

SANGAMON COUNTY, ILLINOIS
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 MACARTHUR BOULEVARD STORM SEWER BENEATH  

 NORFOLK SOUTHERN RAILWAY 
 ELEVATION  

 MACARTHUR BOULEVARD STORM SEWER BENEATH 

 NORFOLK SOUTHERN RAILWAY 

PROPOSED 102" 

STEEL CASING  PIPE

STORM SEWER
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PIPE DRAIN & STORM SEWER DETAILS

 STORM SEWER JACKED IN PLACE (SPECIAL)

 559  186

ADJUST LIMITS OF CCB AT

PIPE DRAINS AS REQUIRED

TO MAINTAIN 1’-0" BETWEEN

CCB AND CONCRETE PIPE.

EDGE OF

LAUNCHING

PIT

72" REINFORCED

CONCRETE
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 STORM SEWER & PIPE DRAIN DETAIL 

FUTURE INLET STRUCTURE,

LOCATION & ELEVATION SHOWN

IN STORM SEWER SCHEDULE

NOTE:

NOTE:

~ STORM SEWER

OUTLET TO DITCH

OR CONNECT

TO STORM SEWER

TEMPORARY CAP OPEN END OF PIPE AS

APPROVED BY ENGINEER, COST INCLUDED.

PIPE DRAIN (SPECIAL) OR STORM SEWER

ALL ELBOWS & THRUST BLOCKS SHALL

BE INCLUDED IN THE CONTRACT UNIT

PRICE FOR STORM SEWER OR PIPE DRAIN

(SPECIAL) OF THE TYPE & DIAMETER SPECIFIED.

PIPE DRAIN, (SPECIAL)

NOTE:

ALL ELBOWS AND THRUST BLOCKS SHALL BE INCLUDED IN THE CONTRACT UNIT

PRICE BID FOR PIPE DRAIN, (SPECIAL) OF THE TYPE AND SIZE SPECIFIED

PIPE DRAIN & STORM SEWER INCLUDED IN FUTURE PAVING CONTRACT PIPE DRAIN & STORM SEWER INCLUDED IN THIS CONTRACT

APPROXIMATELY 4.00’ FROM FACE OF CURB

ELBOW (IF REQUIRED) 

ELBOW WITH THRUST BLOCK (IF REQUIRED)
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