
 

 

 

  

 

 

   

 

   

  

 

 

   

EXISTING TYPICAL SECTION
STATION      TO      STATION

PROPOSED TYPICAL SECTION5
STATION      TO      STATION

608+50.00            639+76.00 (ROADWAY G)

608+50.00            642+00.00 (ROADWAY G)4

**

**

**

**

**

STA 608+50.00 TO STA 639+76.00 (ROADWAY G) S.E. = 0.013 %

STA 608+50.00 TO STA 639+76.00 (ROADWAY G) S.E. = 0.013 %

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

74 MCLEAN   160    15  

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

57-20(1)&(57-4,5,6)RS-3

CONTRACT NO. 70505

SHEET NO.    OF     SHEETS STA.            TO STA.            SCALE: NO SCALE

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

EXISTING & PROPOSED TYPICAL SECTIONS
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   6/03/2008

*

*

AGGREGATE SHOULDERS
P.C.C. PAVEMENT, 10"

PIPE UNDERDRAINS, 4"

SUB-BASE GRANULAR

MATERIAL, 6"

PIPE UNDERDRAINS (SPL), 4"

12’-0"

~

12’-0"

SLOPE: VARIES

~

3 1/2 " BITUMINOUS RESURFACING

SLOPE: VARIES

12’-0"12’-0"

4’-0" 4’-0" 10’-0" 2’-0"

4’-0" 4’-0" 10’-0" 2’-0"

HOT-MIX ASPHALT SHOULDERS

(168 LBS/SQ YD)

AGGREGATE SHOULDERS,

TYPE B (WEDGE)

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

MIX "D", N105 (168 LBS/SQ YD)

HOT-MIX ASPHALT SURFACE REMOVAL

(COLD MILLING) VARIABLE DEPTH

HOT-MIX ASPHALT SURFACE REMOVAL, 6 3/4 "

AGGREGATE SHOULDERS,

TYPE B (WEDGE)

HOT-MIX ASPHALT SHOULDERS

(168 LBS/SQ YD)

 1/2 "/FT.

SLOPE: VARIES VAR.

VAR.

SLOPE: VARIES

 1/2 "/FT
VAR.

VAR.

1 3/4 " BITUMINOUS CONCRETE BINDER

COURSE, TYPE 1

1 1/2 " BITUMINOUS CONCRETE SURFACE

COURSE, MIX D, CLASS I, TYPE 1

8" B.A.M. SOULDERS 

6 3/4 " BITUMINOUS SHOULDERS

MINIMUM OF TWO LIFTS SHALL BE PLACED.

MINIMUM LIFT THICKNESS 2 1/4 "

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

IL-19.0, N105  (756 LBS/SQ YD)


