
 

 

 

  

 

 

   

 

   

  

 

 

   

EXISTING TYPICAL SECTION
STATION     TO    STATION

 29+05.00         83+44.00

PROPOSED TYPICAL SECTION
STATION     TO    STATION

 29+05.00         83+44.00

7

 32+65.00         84+12.00

 32+65.00         84+12.00

STRUCTURE OMISSION(S)

S.N. 057-0061: STA. 51+90.34 TO 53+39.73 (RDWY L VET PKWY NB)

S.N. 057-0062: STA. 51+48.41 TO 53+03.64 (RDWY K VET PKWY SB)

S.N. 057-0059: STA. 57+36.92 TO 58+81.64 (RDWY L VET PKWY NB)

S.N. 057-0060: STA. 57+30.63 TO 58+79.47 (RDWY K VET PKWY SB)

STRUCTURE OMISSION(S)

S.N. 057-0061: STA. 51+90.34 TO 53+39.73 (RDWY L VET PKWY NB)

S.N. 057-0062: STA. 51+48.41 TO 53+03.64 (RDWY K VET PKWY SB)

S.N. 057-0059: STA. 57+36.92 TO 58+81.64 (RDWY L VET PKWY NB)

S.N. 057-0060: STA. 57+30.63 TO 58+79.47 (RDWY K VET PKWY SB)

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

74 MCLEAN   160    17  

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

57-20(1)&(57-4,5,6)RS-3

CONTRACT NO. 70505

SHEET NO.    OF     SHEETS STA.            TO STA.            SCALE: NO SCALE
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(ROADWAY K VETERANS PKWY SB)

(ROADWAY L VETERANS PKWY NB)

(ROADWAY K VETERANS PKWY SB)

(ROADWAY L VETERANS PKWY NB)

AGGREGATE SHOULDERS P.C.C. PAVEMENT, 10"

PIPE UNDERDRAINS, 4"

SUB-BASE GRANULAR

MATERIAL, 6"

HOT-MIX ASPHALT

SHOULDERS

PIPE UNDERDRAINS (SPL), 4"

4’-0’

2’-0" 12’-0" 12’-0" 2’-0"

~

6’-0" 10’-0"

 

~

8" B.A.M. SOULDERS 

VAR.  1/2 "/FT
 3/16 "/FT  3/16 "/FT

 1/2 "/FT
VAR.

1 3/4 " BITUMINOUS CONCRETE

BINDER COURSE, TYPE 1

1 1/2 " BITUMINOUS CONCRETE  SURFACE

COURSE, MIX D, CLASS I, TYPE 1

 1/2 "/FT

MAX 9%

 3/16 "/FT  3/16 "/FT
 1/2 "/FT

MAX 9%

2’-0" 12’-0"6’-0" 12’-0" 2’-0"10’-0"

HOT-MIX ASPHALT SURFACE REMOVAL, 2 1/4 "

POLYMERIZED HOT-MIX ASPHALT BINDER COURSE,

IL-19.0, N105  (252 LBS/SQ YD)

POLYMERIZED HOT-MIX ASPHALT SURFACE COURSE,

MIX "D", N105 (168 LBS/SQ YD)

HOT-MIX ASPHALT SHOULDERS

(168 LBS/SQ YD)

AGGREGATE SHOULDERS,

TYPE B (WEDGE)

HOT-MIX ASPHALT SHOULDERS

(168 LBS/SQ YD)

AGGREGATE SHOULDERS,

TYPE B (WEDGE)


