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CONTRACT NO. 72923

* 128RS-3, 139RS-3

: JULY 23, 2007

REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

SCALE:

DATE

DRAWN BY: FML

CHECKED BY: PBL

VERT.

HORIZ.

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

 753       *       MORGAN  

                    

TOTAL

SHEETS

SHEET

NO.

F.A.P.

RTE.

DETAIL FOR CLASS SI

CONCRETE (OUTLET)

AT DRAINAGE STRUCTURE

STA. 112+14.00, 21.0’ LT.

6

EXIST ROW

SCALE IN FEET

5.02.502.5

 112+00

C
E

S
T

A
. 

1
1

2
+

3
0

.6
 L

T
.

~ IL ROUTE 104

1
3
.0
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’

PROPOSED GUTTER

TYPE A MODIFIED

PROPOSED GUTTER,

TYPE A MODIFIED

INLET

STA. 112+10.5

21.0’ LT.

ELEV. = 668.41

STA. 112+10.5

25.8’ LT.

ELEV. = 668.29

STA. 112+09.8

27.1’ LT.

ELEV. = 668.41

STA. 112+17.6

21.0’ LT.

ELEV. = 668.37

STA. 112+18.6

22.0’ LT.

ELEV. = 668.35

STA. 112+18.6

27.1’ LT.

ELEV. = 668.26

STA. 112+09.8

32.5’ LT.

ELEV. = 668.30

STA. 112+14.8

32.5’ LT.

ELEV. = 668.24
STA. 112+18.6

32.1’ LT.

ELEV. = 668.17

NOTES:

1. 8" MINIMUM THICKNESS SHALL BE PROVIDED FOR CONCRETE PAD.

2. COST OF CONCRETE PAD SHALL BE PAID PER CU. YD. FOR "CLASS SI CONCRETE (OUTLET)."

STRUCTURE AA

STA. 112+14.00; 22.0’ LT.

RIM ELEV. = 668.10

137 68


