
April 8, 2020 

SUBJECT:  FAP Route 525 (US 20) 
Project NHPP-HSIP-LGMW(759) 
Section 2016-092B&R 
McHenry County 
Contract No. 62D36 
Item No. 167, April 24, 2020 
Letting Addendum A 

NOTICE TO PROSPECTIVE BIDDERS: 

Attached is an addendum to the plans or proposal.  This addendum involves 
revised and/or added material. 

1. Revised page iv of the Table of Contents to the Special Provisions
2. Added pages 274 & 275 to the Special Provisions

Prime contractors must utilize the enclosed material when preparing their bid 
and must include any changes to the Schedule of Prices in their bid. 

Very truly yours, 

Jack A. Elston, P.E. 
Bureau Chief, Design and Environment 

MTS 
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HOT-MIX ASPHALT – MIXTURE DESIGN VERIFICATION AND PRODUCTION (MODIFIED 
FOR I-FIT DATA COLLECTION) (D-1) 
 
Effective:  January 3, 2020 
 
Description.  This special provision requires the Illinois Flexibility Index Test (I-FIT) be used during 
mixture design verification and production testing for all hot-mix asphalt (HMA) mixtures. 
 
Mixture Design.  Add the following to the list of referenced standards in Article 1030.04 of the 
Standard Specifications: 
 
“Illinois Modified AASHTO TP 124 Determining the Fracture Potential of Asphalt Mixtures 
Using the Illinois Flexibility Index Test (I-FIT)” 
 
Add to Article 1030.04(d) of the Standard Specifications : 
 

“During mixture design, prepared samples shall be submitted to the District laboratory for 
verification testing.  The required testing, and number and size of prepared samples 
submitted, shall be according to the following tables.  

 
High ESAL – Required Samples for Verification Testing 1/ 
Mixture I-FIT Testing 
Binder total of 3 - 160 mm tall bricks 2/ 
Surface total of 4 - 160 mm tall bricks 2/ 

 
Low ESAL – Required Samples for Verification Testing 1/ 

Mixture I-FIT Testing 

Binder 1 - 160 mm tall brick 2/ 
Surface 2 - 160 mm tall bricks 2/ 

 
1/Prepared samples shall be compacted gyratory bricks yielding test specimens with 
7.0 ± 1.0% air voids. 
 
2/If the Contractor does not possess the equipment to prepare the 160 mm tall brick(s), 
twice as many 115 mm tall compacted gyratory bricks will be acceptable. 

 
Add the following to Article 1030.04 (d) of Standard Specification to read: 
 

(3) I-FIT Flexibility Index (FI) Criteria.  I-FIT testing will be according to Illinois Modified 
AASHTO TP 124 and the results will be for informational purposes only. 

 
 
 
 
 
 
 

Added 4/8/2020 
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Add the following to Article 1030.06 (a) of the Standard Specifications to read: 
 
An I-FIT shall be conducted on all HMA mixtures from a sample taken within the first 500 tons 
(450 metric tons) on the first day of production or during start up with an 80 lb (36 kg) split reserved 
for the Department. The mix sample shall be tested according to the Illinois Modified ASSHTO 
TP 124 Determining the Fracture Potential of Asphalt Mixtures Using the Illinois Flexibility Index 
Test (I-FIT).  Within two working days after sampling, the Contractor shall deliver prepared 
samples to the District laboratory for verification testing. The required number and size of 
prepared samples submitted for the I-FIT testing shall be according to the “High ESAL - Required 
Samples for Verification Testing” table in Article 1030.04(d) above. 
 
Mixture sampled during production for I-FIT will be tested by the Department.  
 
Add the following to the end of Article 1030.06(b) of the Standard Specifications: 
 
“I-FIT testing will be performed for Low ESAL mixtures (excluding Class D patches, pavement 
patching and incidental HMA) during mixture production.  Within two working day after sampling, 
the Contractor shall deliver prepared samples to the District laboratory for verification testing.  The 
required number and size of prepared samples submitted for the I-FIT testing shall be according 
to the “Low ESAL - Required Samples for Verification Testing” table in Article 1030.04(d) above.” 
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