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STAGE CONSTRUCTION DETAILS

F
:\

P
r
o
j
e
c
t
s
\
I
D

O
T
 

P
R

O
J

E
C

T
S
\
1
0
-
0
0
6
-
4
\

D
R

A
W
I
N

G
S
\

C
A

D
D
 

S
H

E
E

T
S
\
0
2
0
0
0
4
7
-
7
0
6
0
6
-
0
0
2
-
S
t
g

C
o
n
s
t

D
e
t
.d

g
n

User1

0:2.0000 ':" / in.

3/19/2014

54B-3, 54B-2
Consulting Engineers & Land Surveyors

McDonough-Whitlow, P.C.

PROFESSIONAL DESIGN No. 184-002754

~ Beam & Span

1'-6'' 

1„''} Hole

6
''
 

6'' 

PLAN

CLAMPING PLATE

SHEAR KEY CLAMPING DETAILS AT STAGE CONST. JT.

  See Stage Construction Details for traffic lanes.

Deck Beams.

  Cost included with Precast Prestressed Concrete

**

for the clamping device bolts.

should align to form a hole at the appropriate locations

adjacent to the stage construction line.  These recesses

Cast semicircular recesses in the sides of each beam

Stage Construction Line

Grouted Key

SECTION

Top and Bottom

3'' x 3'' x ‚'' ` Washer

(M-270 Grade 36) Top & Bottom

12'' x 12'' x 1'' Steel Plate

Bottom (If required)

Steel Shims, Top and

lubricant.

Coat with a water soluble

(Min. Fy=50 ksi)

End with washers and nuts.

1'' } Stud Bolt threaded 6'' Each

Formed hole

2'' }**

Stage I Removal

STAGE I REMOVAL

Stage II Removal

STAGE II REMOVAL

STAGE I CONSTRUCTION STAGE II CONSTRUCTION

2'-6" 15'-6" Stage I Traffic

Stage I Construction
Stage II Construction

3'-0'' cts. Top and Bottom, Each Span

8 -12'' x 12'' x 1'' Steel Plates at

P.P.C. Deck Beams.

completion of Stage I Construction.

Stage I Removal.  Bracing shall remain until 

to brace this portion of the abutment prior to 

Temporary Wall Bracing System shall be in place 

completion of Stage II Construction.

Stage II Removal.  Bracing shall remain until 

to brace this portion of the abutment prior to 

Temporary Wall Bracing System shall be in place 

~ Southbound Lanes
~ Southbound Lanes

5'-5"

~ Southbound Lanes
~ Southbound Lanes

See sheet 3 of 17

Barrier, typ.

Temporary Concrete 

See sheet 3 of 17

Barrier, typ.

Temporary Concrete 

4'-0"

13'-3•" Stage II Traffic

Stage I Wearing Surface

6"

Removal of Existing Superstructures.

Wearing surface removal included in the cost of 

Hatched area indicates removal. 

For details of Temporary Concrete Barrier, see sheet 3 of 17.

For quantity of Temporary Concrete Barrier, see roadway plans.

All staging cross sections are looking North.  Notes:


