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54B-3, 54B-2

1'
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''

surface

HMA wearing

bearing pad

Fabric

Consulting Engineers & Land Surveyors

McDonough-Whitlow, P.C.

PROFESSIONAL DESIGN No. 184-002754

EXISTING ABUTMENT

SECTION THRU 

(Horiz. dim. @ Rt. {'s)

9"

Deck Beam

27" PPC 

7"

2"

Approach Slab

Existing 

beams and existing approach

Grout solid joint between 

ELEVATION

PLAN

2
'-

0
"

1'-0" typ.

(North Abutment Shown, South Abutment Similar)

Showing Concrete Removal

Removal

Concrete 

~ Southbound Lanes

Skew

6° 30'

DETAIL B

DETAIL A

Bar No. Size Length Shape

#5 2'-3''

Cu. Yd.

Cu. Yd.

Concrete Structures

Pound

Concrete Removal

Back of Existing Abutment

FOR TWO ABUTMENTS

BILL OF MATERIAL

|1'-0†'' typ.

to remain

reinforcement bars 

Existing #5 vertical 

erected and doweled into place.

PPC Deck Beams have been 

Concrete to be placed after 

|1'-0†''

•'' PJF

Existing #5 bars, typ.

1'
-
0
''

(2)-#5 v(E)

Detail B

Detail A
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2'-2''

11''
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Existing wingwall, typ.

(full width)

•'' x 2•'' PJF

and new beam placement

Showing Concrete Removal 

PPC Deck Beams

Exterior (fascia) 

location, typ.

Proposed dowel rod 
location, typ.

Existing dowel rod 

N

Deck Beams

Typical PPC 

Grouted joint*

*

Cost included with Concrete Removal.

be filled with grout upon completion.  

beam placement.  Void space shall 

existing thrust block for proposed 

Grind or saw cut portion of 

Showing placement of concrete

v(E) 8

Reinforcement Bars, Epoxy Coated

v(E)

Showing placement of concrete

|
2
'-

6
†
''
 
ty

p
.

thrust block to remain

Existing concrete 

beam seat

Existing 

Existing crown

|46'-9†''

of Existing Superstructures.

Cost is included with Removal 

Grind rods smooth and seal with epoxy.  

existing concrete surface.  

Burn existing dowel rods flush with 

•'' PJF

0.4

0.5

60

Cost included with Concrete Removal.

incorporated into the new construction.  

Existing reinforcement shall be cleaned and 

(PPC Deck Beam and wearing surface not shown.)
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•
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3
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''

clearance.

necessary for 

Rotate hook as 

with standard hook.

Staggered h(E) bars 

typ.

4'' min. cl. 

thrust block to remain

Existing concrete 

|1'-2„''

h(E) 20 #5 2'-2''

5
''

BAR h(E)

7''1'-7''

cap. Typ. (2 each beam)

in 1•"} holes drilled in 

~ 1"} x 2'-6" Dowel rods 

4
"
 
c
l.

of every other bar.

Stagger location 

the Standard Specifications.  

according to Article 584 of 

in 9" min. drilled holes 

at 5•" cts. alternate spacing

Epoxy grout (5)-#5 h(E) bars 


