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    LT. STA. 732+67.25 TO STA. 733+50. 

    TO STA. 733+53; LT. STA. 728+18 TO STA. 729+02.75; AND 

    FROM RT. STA. 728+25 TO STA. 729+88.80; RT. STA. 732+03.05

2. REMOVE SHOULDER AND CONSTRUCT BASE COURSE (OPTION)

1. SET UP TRAFFIC CONTROL PER STANDARD 701201.

    NORTHEAST CORNERS OF THE BRIDGE. 

3. CONSTRUCT  THE GUARDRAIL ON THE NORTHWEST AND 

    APPROACH SLAB AND BRIDGE APPROACH PAVEMENT CONNECTORS.

2. REMOVE AND CONSTRUCT THE LT. SIDE OF THE BRIDGE, BRIDGE

    PER STAGE 1 PLANS AND STANDARD 701321.

1. SET UP TRAFFIC CONTROL FOR STAGE 1 CONSTRUCTION

BRIDGE DURING STAGE II SHALL BE REMOVED AND PAID FOR AS PAVED SHOULDER REMOVAL.

THE BASE COURSE (OPTION) IN CONFLICT WITH THE CONSTRUCTION OF THE PROPOSED

UNIT.

ALL TEMPORARY BRIDGE TRAFFIC SIGNALS FOR STAGE I & II WILL BE MEASURED AS ONE 

CONTROL AND PROTECTION STANDARD 701321.

NOT BE PAID FOR SEPARATELY BUT SHALL BE INCLUDED IN THE COST FOR TRAFFIC 

PLACING, MAINTAINING AND REMOVING TEMPORARY PAVEMENT MARKINGS WILL

REMOVED.

ALL STRIPING AND RRPM IN CONFLICT WITH THIS STAGE OF CONSTRUCTION SHALL BE 

 

ALL SIGNS IN CONFLICT WITH THIS STAGE OF CONSTRUCTION SHALL BE COVERED.

 

NOTES:

 722  723  724  725+00  726  727

 728  729  730+00  731  732  733
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