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 Item No. 28, April 25th, 2025 Letting 

Addendum A 
 
 
 
NOTICE TO PROSPECTIVE BIDDERS: 
 
 
Attached is an addendum to the plans or proposal. This addendum involves 
revised and/or added material. 
 

1. Revised Schedule of Prices. 
2. Revised pages i-iii of the Table of Contents of the Special Provisions. 
3. Revised pages 49-50 of the Special Provisions. 
4. Revised sheets 2-4, 27-28, 36-37, 39, 42-45, 47, 52-53, 60-61, 64-

67, 75-76, and 92-126 of the plans. 
 
 
Prime contractors must utilize the enclosed material when preparing their bid 
and must include any changes to the Schedule of Prices in their bid. 
 
 
Very truly yours, 
 

 
 

Jack A. Elston, P.E. 
Bureau Chief, Design and Environment 
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doors for cable handling. The door shall be fastened to the base with stainless steel screws. A 
grounding lug shall be provided inside the base. 

 
Anchor Rods.  The anchor rods shall be 5/8 in. in diameter and 16 in. long and shall be according 
to Article 1006.09. The anchor rods shall be threaded approximately    6 in. at one end and have 
a bend at the other end. The first 12 in. at the threaded end shall be galvanized. One each 
galvanized nut and trapezoidal washer shall be furnished with each anchor rod. The washer shall 
be properly sized to fully engage and sit flush on all sides of the slot of the base plate. 

 
The aluminum post and base shall be drilled at the third points around the diameter and 1/4 in. 
by 2 in. stainless steel bolts shall be inserted to prevent the post from turning and wobbling. 

 
Finish.  The steel post, steel post cap and the cast iron base shall be hot-dipped galvanized 
according to AASHTO M 111.  If the Department approves painting, powder coating by the 
manufacturer will be required over the galvanization in accordance with TRAFFIC SIGNAL 
PAINTING Special Provisions. If the post and the base are threaded after the galvanization, the 
bare exposed metal shall be immediately cleaned to remove all cutting solvents and oils, and then 
spray painted with two coats of an approved galvanized paint. 
 
The aluminum post shall have a natural finish, 100 grit or finer. 
 
Installation. The pedestrian signal post shall be erected plumb, securely bolted to a concrete 
foundation, and grounded to a ground rod according to the details shown on the plans. No more 
than 3/4 in. of the post threads shall protrude above the base.  
 
A post cap shall be furnished and installed on the top of the post. The post cap shall match the 
material of the post. The Contractor shall apply an anti-seize paste compound on all nuts and 
bolts prior to assembly.  
 
Prior to the assembly, the Contractor shall apply two additional coats of galvanized paint on the 
threads of the post and the base. The Contractor shall use a fabric post tightener to screw the 
post to the base. 
 
Basis of Payment.  This work will be paid for at the contract unit price per EACH for PEDESTRIAN 
SIGNAL POST, of the length specified. 
 
 
ROD AND CLEAN EXISTING CONDUIT 
Effective: January 1, 2015       Revised:   July 1, 2015 
 
Description. This work shall consist of inserting a duct rod or electrical fish rod or tape of sufficient 
length and rigidity into an electrical conduit opening in one electrical handhole, and pushing the 
said rod through the conduit to emerge at the next or subsequent handhole in the conduit system 
at the location(s) shown on the plans.  The duct rod may be inserted and removed by any standard 
construction method which causes no damage to the conduit.  The size of the conduit may vary, 
but there shall be no differentiation in cost for the size of the conduit. 
 
The conduit which is to be rodded and cleaned may exist with various amounts of standing water 
in the handholes to drain the conduit and to afford compatible working conditions for the 
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installation of the duct rods and/or cables.  Pumping of handholes shall be included with the work 
of rodding and cleaning of the conduit. 
 
Any handhole which, in the opinion of the Engineer contains excessive debris, dirt or other 
materials to the extent that conduit rodding and cleaning is not feasible, shall be cleaned at the 
Engineer’s order and payment approval as a separate pay item. 
 
Prior to removal of the duct rod, a duct cleaning attachment such as a properly sized wire brush 
or cleaning mandrel shall be attached to the duct rod, which by removal of the duct rod shall be 
pulled through the conduit to remove sand, grit, or other light obstructions from the duct to provide 
a clean, clear passage for the installation of cable.  Whenever the installation of cables is not 
performed as an adjunct to or immediately following the cleaning of the duct, a light weight pulling 
line such as a 1/8” polyethylene line or conduit measuring tape shall be placed and shall remain 
in the conduit to facilitate future work.  When great difficulty of either inserting the duct rod or 
removal of the cleaning mandrel is encountered, the duct may require further cleaning by use of 
a compressed air gun, or a low pressure water hose.  In the case of a broken conduit, the conduit 
must be excavated and repaired.  The existence and location of breaks in the conduit may be 
determined by rodding, but the excavation and repair work required will be paid for separately. 
 
This work shall be measured per lineal foot for each conduit cleaned.  Measurements shall be 
made from point to point horizontally.  No vertical rises shall count in the measurement. 
 
Basis of Payment. This work shall be paid for at the contract unit price per FOOT for ROD AND 
CLEAN EXISTING CONDUIT for the installation of new electric cables in existing conduits.  Such 
price shall include the furnishing of all necessary tools, equipment, and materials required to 
prepare a conduit for the installation of cable. 
 
 
CONCRETE FOUNDATION, PEDESTRIAN POST (D-1) 
Effective: April 1, 2019      Revised: November 1, 2020 
 
This item shall follow Section 878. Traffic Signal Concrete Foundation of the Standard 
Specifications. No foundation is to be poured until the Engineer gives his/her approval as to the 
depth of the foundation.   
 
Basis of Payment. This work will be paid for at the contract unit price per FOOT of depth of 
CONCRETE FOUNDATION, TYPE A 12-INCH DIAMETER. 
 

Shana.Kane
Rectangle

Shana.Kane
Polygonal Line

Shana.Kane
Typewritten Text
1


	62V36ddLtr.pdf
	62V36spA individual pages.pdf
	ROD AND CLEAN EXISTING CONDUIT
	CONCRETE FOUNDATION, PEDESTRIAN POST (D-1)




