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  1"=50’   

U.

COOK

60J14

2746 1616B

EXISTING

PROPOSED

4

120A

121

122

123

113

114

115

117

118

120
119

124

125

126

128

129
130

131

132

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES
REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES
REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MANHOLES

REMOV MAN -

MAIN FLOW

MAN RECON NEW T1F CL

MAN RECON

NEW T1F CL

INLETS ADJUST

STORM SEWER REM  12, 35 FT

STORM SEWER REM  12, 90 FT

STORM SEWER REM  12, 90 FT

STORM SEWER REM  12, 129 FT

STORM SEWER REM  12, 129 FT

STORM SEWER REM  12, 13 FT

STORM SEWER REM  12, 16 FT

STORM SEWER REM  12, 16 FT

STORM SEWER REM  12, 77 FT

STORM SEWER REM  12, 140 FT

STORM SEWER REM  12, 66 FT

MAN RECON

NEW T1F CL

DRAINAGE AND UTILITIES PLAN

CUMBERLAND AVENUE

NORTHEAST
INFIELD

NORTHWEST
INFIELD

SOUTHEAST
INFIELD

NORTHEAST
INFIELD

NORTHWEST
INFIELD

SOUTHEAST
INFIELD

PLUG EX STORM

SEWERS

CTA FACILITY

CTA FACILITY

309

310

310A

CONN TO EXIST SEWER

CONN TO EXIST SEWER

CONN TO EXIST SEWER

STORM SEWER REM  12, 15 FT

STORM SEWER REM  12, 12 FT

MAN ADJUST

MAN ADJUST

MAN ADJUST

MAN ADJUST

FR & LIDS ADJUST SPL

MAN ADJUST

STA. 109+00     TO STA. 124+00 

127

DU-02

401

402

403

404

EXIST. ~ CUMBERLAND AVE
PROP. ~ CUMBERLAND AVE

EXIST. \ RAMP 2

EXIST. \ RAMP 8

PROP. \ I-90 RAMP 6

EXIST. \ RAMP 8

EXIST. ~ CUMBERLAND AVE

EXIST. \ RAMP 1

EXIST. \ RAMP 2

EXIST. \

RAMP 6

EXIST. \

RAMP 6 EXIST. ~ I-90

EXIST. ~ I-90

4

FR & LIDS

ADJUST SPL

STORM SEW CL A 2  12
15 FT @ 0.9%
TBF = 5.2 CU YD

STORM SEW CL A 2  12
16 FT @ 2.0%
TBF = 1.7 CU YD

STORM SEW
CL A 2  12

5 FT
TBF = 4.7 CU YD

PLUG EX STORM SEWERS

EXIST. \ RAMP 4

EXIST. \ RAMP 4

STORM SEW CL A 2  12
173 FT @ 4.1%

TBF = 36.7 CU YD

STORM SEW CL A 2  12
60 FT @ 1.0%
TBF = 44.7 CU YD

STORM SEW CL A 2  12
147 FT @ 2.0%
TBF = 39.7 CU YD

STORM SEW CL A 2  12
28 FT @ 0.5%

TBF = 21.3 CU YD

STORM SEW CL A 2  12
50 FT @ 0.5%
TBF = 18.8 CU YD

STORM SEW CL A 2  12
55 FT @ 1%
TBF = 15.6 CU YD

STORM SEW CL A 2  12
44 FT @ 0.5%

TBF = 5.2 CU YD

STORM SEW CL A 2  24
89 FT @ 0.5%

TBF = 53.0 CU YD

STORM SEW CL A 2  12
108 FT @ 3.1%

TBF = 36.7 CU YD

STORM SEW CL A 2  12
47 FT @ 0.5%
TBF = 15.4 CU YD

STORM SEW CL A 2  12
105 FT @ 4.5%

TBF = 73.8 CU YD

STORM SEW CL A 2  12
5 FT @ 0.5%
TBF = 0.6 CU YD

3

3MAN ADJUST

STORM SEW CL A 2  12
219 FT @ 4.1%
TBF = 79.5 CU YD

STORM SEW CL A 2  12
152 FT @ 4.4%

TBF = 95.7 CU YD

STORM SEW CL A 2  12
57 FT @ 0.5%
TBF = 0 CU YD

110

4A

EXIST. \

RAMP 1

4A

116A

116

STORM SEW CL A 2 12
13 FT @ 1.0%
TBF = 1.8 CU YD

STORM SEW 
CL A 2  12
79 FT @ 4.0%
TBF= 21.0 CU YD

STORM SEW CL A 2  12 - 10 FT @ 1.0%
PRO SS CONN TO EX MH (N INV = 629.42)
TBF = 0.0 CU YD

127A

STORM SEW CL A 2 12
98 FT @ 3.4%
TBF = 17.3 CU YD

STORM SEW CL A 2 12
52 FT @ 3.4%
TBF = 9.0 CU YD

STORM SEW CL A 2  12
154 FT @ 3.4%
TBF = 30.5 CU YD

CB ADJ NEW T1F OL

(SEE NOTE 5)
(SEE NOTE 5)

NOTES:

1. ALL EXISTING STORM SEWERS WITHIN PROJECT LIMITS

TO BE CLEANED (PAID FOR AS VIDEO INSPECTION

OF STORM SEWER). SEE SCHEDULE FOR DETAILS.

2. THE CONTRACTOR SHALL COORDINATE WITH THE CITY OF CHICAGO 

TO PROVIDE SALVAGE OF THE RPZ (    ) WITH ENCLOSURE, IRRIGATION 

CONTROLLER (  ) WITH ENCLOSURE, WATER METER (  ), AND ALL CONTROL

VALVES (  ) FROM THE EXISTING MEDIAN IRRIGATION SYSTEM. 

SEE NOTE 2.

SEE SHEET DU-09

FOR I-90 DRAINAGE

128A

(SEE NOTE 3)

3. TEMPORARY STRUCTURE 128A SHALL BE INSTALLED AND CONNECTED TO EXISTING 

STORM SEWER DURING STAGE 1. TEMPORARY INLET, EXISTING STRUCTURES AND 

STORMS SEWERS DOWNSTREAM OF THE TEMPORARY INLET SHALL BE MAINTAINED 

DURING CONSTRUCTION. EXISTING DOWNSTREAM STORM SEWER UNDER CUMBERLAND

AVENUE SHALL BE PLUGGED AND FILLED WITH CLSM UPON COMPLETION OF STAGE 3.

EXISTING DRAINAGE STRUCTURES

4 MANHOLE

STA 110+41, 93’ LT

RIM = 643.10

NW INV = 623.50

3 MANHOLE

STA 111+77, 66’ LT

RIM = 644.72

E INV = 641.26

N INV = (EXISTING)

4A MANHOLE

STA 122+94, 60’ LT

RIM = 634.43

W INV = 626.28

S INV = 623.22

N INV = 623.18

PLUG EX STORM SEWERS

REMOV MANHOLES

REMOV MANHOLES

FILL EXISTING STORM SEWER

PAID FOR AS CONTR LOW-STRENG

MATL (SEE NOTE 3)

267’- CON AT ST 4 PVC GALVS

CAPPED 1’ FROM ABUTMENT

(FOR FUTURE USE)

407

PIPE UNDERDRAIN 6" SP
77 FT @ 5.2%

UNDERDRAIN
INV ELEV = 642.54SEE NOTE 6

PIPE UNDERDRAINS 6"
103 FT @ 3.8%

TEMPORARY DRAINAGE STRUCTURE

128A STA 123+41, 24’ LT

INLET TA, T1F OL

RIM = MATCH EX

E INV = MATCH EX

W INV = MATCH EX




