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LIGHT POLE MOUNTINGS PLAN

 

6"

7’-9�"

5’-0�"

Sta. 117+96.15

~ Sidewalk Joint at Pier

6"

2" @ 50°F 2" @ 50°F

Spacing

Fence Post

145’-2�" Span 1 124’-5�" Span 2

2 Spaces @ 17’-3�" = 34’-6�"2 Spaces @ 18’-6" = 37’-0"

(Each Face)

4-#4 e(E) bars

269’-8" End to End Barrier

19-#6 d1(E) bars at 12"| cts. (Inside Face)

19-#4 d(E) bars at 12"| cts. (Outside Face)

18-#6 d1(E) bars at 12"| cts. (Inside Face)

18-#4 d(E) bars at 12"| cts. (Outside Face)

(Typ. 17’-3�" Panels)

19-#6 d1(E) bars at 12"| cts. (Inside Face)

19-#4 d(E) bars at 12"| cts. (Outside Face)

(Typ. 17’-10�" Panels)

21-#6 d1(E) bars at 12"| cts. (Inside Face)

21-#4 d(E) bars at 12"| cts. (Outside Face)

18-#6 d1(E) bars at 12"| cts. (Inside Face)

18-#4 d(E) bars at 12"| cts. (Outside Face)

(Typ. 16’-10�" Panels)

(Typ. 20’-0" Panels)

(Typ. 18’-6" Panels)

PARAPET ELEVATION

West Parapet Inside Face Shown

6"

9’-6�"7’-6�"

Sta. 118+02.55

~ Sidewalk Joint at Pier

269’-8" End to End Barrier2" @ 50°F 2" @ 50°F

6 Spaces @ 8’-6" = 51’-0"

125’-2�" Span 2 144’-5�" Span 1

16-#6 d1(E) bars at 12"| cts. (Inside Face)

16-#4 d(E) bars at 12"| cts. (Outside Face)

21-#6 d1(E) bars at 12"| cts. (Inside Face)

21-#4 d(E) bars at 12"| cts. (Outside Face)

(Typ. 20’-0" Panels)

17-#6 d1(E) bars at 12"| cts. (Inside Face)

17-#4 d(E) bars at 12"| cts. (Outside Face)

4 Spaces @ 20’-0" = 80’-0" 4 Spaces @ 20’-0" = 80’-0" 4 Spaces @ 16’-1�"(+) = 64’-5�"3 Spaces @ 15’-0�"(+) = 45’-2�"

PARAPET ELEVATION

East Parapet Inside Face Shown

1’-3"
1’-3"

1’-3"1’-3"1’-3"1’-3"

5 Spaces @ 8’-9�"(+) = 43’-10�"

Spacing

Fence Post 6" 6 Spaces @ 8’-10�"(-) = 53’-2"16 Spaces @ 9’-11�" = 159’-6"

16 Spaces @ 9’-11�" = 159’-5�"

(Typ. 16’-1�" Panels)(Typ. 15’-0�" Panels)

SECTION THRU OPEN JOINT

a (E)
See Detail B

b (E)1

2b (E)b(E)

1" Open Joint

~ Bridge and
3’-9"

4

5

a (E)4

Notes:

3’-0"

of bars with 2 lengths per line.

Bars indicated thus: 4x2-#4 etc. indicates 4 lines 

Concrete Superstructure.

Cost of anchor bolts & conduit is included with 

2.

1.

a (E)

included with Concrete Superstructure. 

25, Use T with a �’’ backer rod. Cost 

ASTM C-920, Type S, Grade NS, Class 

sealant meeting the requirements of 

elastomeric gun grade polyurethane 

Non-staining gray one component non-sag 

Superstructure. 

included with Concrete 

1051.07 of the Std. Spec.  Cost 

Joint Filler according to Article 

�’’ Preformed Self- Expanding Cork 

(Each Face)

4-#4 e1(E) bars

(Each Face)

4-#4 e2(E) bars

(Each Face)

4-#4 e3(E) bars

(Each Face)

4-#4 e4(E) bars

(Each Face)

4-#4 e5(E) bars

(Each Face)

4-#4 e3(E) bars

(Each Face)

4-#4 e3(E) bars

(Each Face)

4-#4 e6(E) bars

3 Spaces @ 17’-10�" = 53’-7�" 20’-0" 2 Spaces @ 20’-0" = 40’-0" 5 Spaces @ 16’-10�"(-) = 84’-5�"

details on Sheet S21.

may require adjustments to satisfy the 

use the Welded Rail Joint, the dimensions 

Rail Joint.  If the contractor elects to 

Note: Dimensions are base on a Rolled 

Corked Filled Construction Joints in Parapet (Typ.)

Corked Filled Construction Joints in Parapet (Typ.)

62-#4 d2(E) bars (2 at each Fence Post)

62-#4 d2(E) bars (2 at each Fence Post)

1’-3" 1’-3"

Spacing

Sign Post

Spacing

Sign Post

Dimensions shown are along inside face of parapet.

Note:

2" steel or PVC Conduit

Sta. 117+13

~ Light Pole

Sta. 118+75

~ Light Pole

Sta. 118+75

~ Light Pole

Sta. 117+13

~ Light Pole

7 Spaces @ 8’-7�" = 60’-3�"

Locknut & 2 Washers

Thread
 

4’-1"

(ASTM F 1554 Grade 105)

Full Length Hot Dipped Galvanized
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