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SCALE:

KMB

TAY

KAC

3-12-2013

74/280 & 80* **(81-2, 81-3, 37-1, 37-2-1) RS-1 & 81-3BR ROCK ISLAND/HENRY COUNTY***

* ** ***

EXISTING TYPICAL CROSS SECTION
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NOTES

 

24’

(WB)

P.G.L.

(EB)

P.G.L.

 

24’

~ F.A.I. ROUTE 74/280

TYPICAL SECTIONS

1        2

PROPOSED TYPICAL CROSS SECTION
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24’

~ F.A.I. ROUTE 74/280

COURSE, MIX "C", N50 (TYP.)

1�" HOT-MIX ASPHALT SURFACE

SHOULDERS, 6�" (TYP.)

HOT-MIX ASPHALT

16 INCH (TYP.)

SHOULDER RUMBLE STRIPS,

COURSE, MIX "C", N50 (TYP.)

1�" HOT-MIX ASPHALT SURFACE

SHOULDERS, 6�" (TYP.)

HOT-MIX ASPHALT

16 INCH (TYP.)

SHOULDER RUMBLE STRIPS,

10’

SHLDR

4’

SHLDR

4’

SHLDR SHLDR

10’

140’VARIES 104.16’ TO 307.53’

140’VARIES 104.16’ TO 307.53’

VARIES
VARIES

VARIES
VARIES

(SEE NOTE 3)

SHOULDER, 5"

EXISTING PAVED 

(SEE NOTE 2)

CONCRETE BASE COURSE, 8"

EXISTING PORTLAND CEMENT 

(SEE NOTES 1 & 2)

SURFACE COURSE, 3"

EXISTING HOT-MIX ASPHALT

SHOULDER, 5", (SEE NOTE 3)

EXISTING PAVED 

(SEE NOTE 3)

SHOULDER, 5" 

EXISTING PAVED 

(SEE NOTE 2)

SUBBASE, 4"

EXISTING STABILIZED

(SEE NOTE 2)

SUBBASE, 4"

EXISTING STABILIZED

7.

6.

5.

4.

3. 

2.

1.

SEE NOTE #6 FOR COMPLETE SHOULDER RECONSTRUCTION LIMITS

STA. 285+75.00 TO 294+38.00 (WB)

STA. 268+00.00 TO 275+25.00 (WB)

STA. 285+75.00 TO 293+04.00 (EB)

STA. 266+62.00 TO 275+25.00 (EB)

REQUIREMENTS
HMA MIXTURE

MIX UNIT WEIGHT

20 YEAR ESAL

FRICTION AGGREGATE

(GRADATION MIXTURE)

MIXTURE COMPOSITION

DESIGN AIR VOIDS

PG.

MIXTURE USES(S):

112 lbs/sy/in

17.8

N/A

OR IL 19.0 FG

IL 9.5 OR IL 12.5

4.0 @ N90

SBS PG 70-22

BINDER (B)

OF 2.25"

FOR LIFTS 

119 lbs/sy/in

17.8

E

IL 9.5 OR 12.5

4.0 @ N90

SBS PG 70-22

SURFACE

112 lbs/sy/in

17.8

N/A

IL 9.5 OR 12.5

4.0 @ N90

SBS PG 70-22

BINDER (A)

OF 1.75"

FOR LIFTS 

112 lbs/sy/in

17.8

N/A

IL 19.0

4.0 @ N90

SBS PG 70-22

BINDER (C)

EXCEEDING 2.25"

FOR LIFTS 

112 lbs/sy/in

N/A

C

IL 9.5 OR 12.5

3 @ N50

PG 58-22

TOP SHOULDER

112 lbs/sy/in

N/A

N/A

BAM OR IL 19.0

2 @ N50

PG 58-22

BOTTOM SHOULDER

IMPROVEMENT, 12" (TYP.)

AGGREGATE SUBGRADE
IMPROVEMENT, 12" (TYP.)

AGGREGATE SUBGRADE

119 lbs/sy/in

17.8

E

IL 9.5 OR 12.5

4.0 @ N50

SBS PG 70-22

TEMPORARY PAVEMENT

STA. 280+59.65 TO 294+38.00 (WB)

STA. 268+00.00 TO 279+62.67 (WB)

STA. 280+59.61 TO 293+04.00 (EB)

STA. 266+62.00 TO 279+63.34 (EB)

 - STA. 281+01 TO STA. 285+75 (NORTH SIDE OF ROAD)

 - STA. 275+25 TO STA. 279+21.90 (NORTH SIDE OF ROAD)

 WESTBOUND

 - STA. 280+99.40 TO STA. 285+75 (SOUTH SIDE OF ROAD)

 - STA. 275+25 TO STA. 279+23.50 (SOUTH SIDE OF ROAD)

 EASTBOUND

PIPE UNDERDRAIN REMOVAL

 - STA. 281+10.83 TO STA. 294+38 (NORTH SIDE OF ROAD)

 - STA. 281+10.83 TO STA. 287+96 (SOUTH SIDE OF ROAD)

 - STA. 268+00 TO STA. 279+12.03 (NORTH SIDE OF ROAD)

 - STA. 271+77 TO STA. 279+12.03 (SOUTH SIDE OF ROAD)

 WESTBOUND

 - STA. 281+09.07 TO STA. 288+52 (NORTH SIDE OF ROAD)

 - STA. 281+09.07 TO STA. 293+04 (SOUTH SIDE OF ROAD)

 - STA. 273+60 TO STA. 279+13.81 (NORTH SIDE OF ROAD)

 - STA. 266+62 TO STA. 279+13.81 (SOUTH SIDE OF ROAD) 

 EASTBOUND

HOT-MIX ASPHALT SHOULDERS, 6�" LIMITS

WESTBOUND AND EASTBOUND DIRECTIONS

INSIDE AND OUTSIDE SHOULDERS FOR BOTH 

RUMBLE STRIPS TO BE CONSTRUCTED ON BOTH 

 - STA. 280+39.64 TO STA. 280+79.64

 - STA. 279+42.67 TO STA. 279+82.67

 WESTBOUND

 - STA. 280+39.61 TO STA. 280+79.61

 - STA. 279+43.33 TO STA. 279+83.33

 EASTBOUND

APPROACH SLAB REMOVAL

 - STA. 280+40 TO STA. 294+38 (NORTH SIDE OF ROAD)

 - STA. 280+40 TO STA. 287+96 (SOUTH SIDE OF ROAD)

 - STA. 268+00 TO STA. 279+83 (NORTH SIDE OF ROAD)

 - STA. 271+77 TO STA. 279+83 (SOUTH SIDE OF ROAD)

 WESTBOUND

 - STA. 280+40 TO STA. 288+52 (NORTH SIDE OF ROAD)

 - STA. 280+40 TO STA. 293+04 (SOUTH SIDE OF ROAD)

 - STA. 273+60 TO STA. 279+83 (NORTH SIDE OF ROAD)

 - STA. 266+62 TO STA. 279+83 (SOUTH SIDE OF ROAD)

 EASTBOUND

PAVED SHOULDER REMOVAL

 - STA. 280+79.65 TO STA. 281+10.83

 - STA. 279+12.03 TO STA. 279+42.67

 WESTBOUND

 - STA. 280+79.61 TO STA. 281+09.07

 - STA. 279+13.81 TO STA. 279+43.33

 EASTBOUND

PAVEMENT REMOVAL

 - STA. 283+67.94 TO STA. 285+75

 - STA. 275+25 TO STA. 277+21.46 

 WESTBOUND

 - STA. 283+82.59 TO STA. 285+75

 - STA. 275+25 TO STA. 277+05.53

 EASTBOUND

HMA SURFACE REMOVAL 1�"

(SEE NOTE 7)

UNDERDRAINS, 4" (TYP.)

EXISTING PIPE (SEE NOTE 7)

UNDERDRAINS, 4" (TYP.)

EXISTING PIPE

290 25

FAI ROUTE 74/280 OVER COAL CREEK


