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SECTION A-A

*1’’ Jt. shall be filled with non-shrink grout. 1’’

 dimension may vary to accommodate tolerance

 in beam lengths.

(Dimensions are at Rt. {’s)

(Dimensions are at Rt. {’s)
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Bonded Stage

Construction Joint
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33’-0" out to out deck

4’-6"

Shoulder

12’-0"

Travel Lane

Slope 1.5%Slope  1.5%

12’-0"

Travel Lane

4’-6"

Shoulder

Total drop = 3"

(Looking North)

11 - 21" x 36’’ Precast Prestressed Concrete Deck Beams = 33’-0"

Sta. 211+58.00 (N. Abut)

Sta. 210+64.00 (S. Abut)

SUPERSTRUCTURE

STRUCTURE NO. 092-0171
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2 3/8 "

~ Pier

*1"

1
’-

3
"

~ 1" } x 2’-6" long Dowel

rods in 1 1/2 " } holes drilled

1" x 6" PJF

(full width)

Fabric

bearing pad

 1/4 " x 3/4 " Formed joint with

Concrete joint sealer without

7 1/2 " 7 1/2 "

Existing Slope

Wall to remain

21" PPC

Deck Beam

21" PPC 

Deck Beam

Bar Splicer (E)

2’-2"

Stage I Concrete Wearing SurfaceStage II Concrete Wearing Surface

~ Rdwy.

Profile Grade Line

Crown Point

Stage I PPC Deck BeamsStage II PPC Deck Beams
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Fabric

Bearing Pad

v(E)

Notes:

  All concrete wearing surfaces shall

be placed prior to casting a backwall

and/or approach slab.

  See sheet 11 of 16 for fabric bearing

pad details.

  See sheet 12 of 16 for v(E) bar details.
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ryand

92-#4 a (E) bars at 12’’ cts.
2

10
b (E)

a (E)
2

2

Preformed Joint Strip Seal

See sheet 6 of 16

**Cost included in Concrete Wearing Surface. 

the backer rod (full width)**

in cap  (2 each beam)

a(E)

92-Bar Splicers (E) bars a(E) and a (E) bars

92-#4 a(E) bars at 12’’ cts.

Notes:

  See sheet 6 of 16 for Superstructure Details

and Bill of Material.

  Bars indicated thus 20 x 2-#4 etc. indicates

20 lines of bars with 2 lengths per line.

  Spacing of a(E) and a (E)bars shall be measured

along the ~ of structure.
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***Prior to grinding
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