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PROPOSED MEDIAN REMOVAL, PARTIAL DEPTH

PROPOSED AGGREGATE WEDGE SHOULDER

PROPOSED HOT-MIX ASPHALT SHOULDERS - 1�"

PROPOSED HOT-MIX ASPHALT SHOULDERS - 2�"

PROPOSED BITUMINOUS MATERIALS (PRIME COAT)

PROPOSED AGGREGATE (PRIME COAT)

PROPOSED HOT-MIX ASPHALT SURFACE COURSE - 2�"

PROPOSED HOT-MIX ASPHALT SURFACE COURSE - 2�"

OMITTED

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL�"

EXISTING STEEL PLATE BEAM GUARDRAIL

EXISTING GRASS MEDIAN

EXISTING PCC MEDIAN

EXISTING AGGREGATE SHOULDER

EXISTING CORRUGATED PCC MEDIAN

EXISTING CONCRETE CURB AND GUTTER

EXISTING HOT-MIX ASPHALT OVERLAY - VARIES

EXISTING HOT-MIX ASPHALT SHOULDERS

EXISTING PIPE UNDERDRAIN - 4"

EXISTING SUB BASE - 4"

EXISTING BITUMINOUS BASE COURSE - 11"

EXISTING PCC PAVEMENT - 8"
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