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      DETAILS     
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PROPOSED SURFACE COURSE

EXISTING PAVEMENT

HOT-MIX ASPHALT SURFACE REMOVAL

50’
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50’

PROPOSED SURFACE COURSE

PCC SURFACE REMOVAL - BUTT JOINT

EXISTING CONCRETE PAVEMENT

PCC SURFACE REMOVAL - BUTT JOINT
HMA SURFACE REMOVAL - BUTT JOINT

*SEE SCHEDULE FOR BUTT JOINT LOCATIONS
*SEE SCHEDULE FOR BUTT JOINT LOCATIONS
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NOTES

SPACING

16’ 16’8’ 8’

NORMAL

REDUCED

8’ 4’ 8’ 8’ 8’4’ 4’ 4’

CURB MARKING

5

5

PAINT SOLID WHERE A MINIMUM OF 3 STRIPES CANNOT BE PLACED.

STRIPING RECOMMENDED ONLY WHERE OPERATIONAL PROBLEMS DICTATE.

REDUCED SPACING USED TO OBTAIN 3 STRIPS MINIMUM.

PAINT MINIMUM OF 3 STRIPES IN DIRECTION OF TRAFFIC.

OR RADIUS OF NOSE, WHICHEVER IS GREATER.

PAINT CURB AND NOSE SOLID FOR 10 FEET
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