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PRIOR TO ORDERING MATERIAL.

TO VERIFY SUCH DIMENSIONS AND ELEVATIONS

IT SHALL BE THE CONTRACTORS RESPONSIBILITY

DIMENSIONS AND ELEVATIONS ARE APPROXIMATE.1.

2.

FOR THE VARIOUS PAY ITEMS INVOLVED.

WORK DETAIL, SHALL BE INCLUDED IN THE COST

ALL SAW CUTS NECESSARY TO COMPLETE THE

METAL END SECTION 12"

PIPE DRAIN 12"x7’

STANDARD 609006

TYPE B INLET BOX

STA. 1316+63.00 RT. 14.75’ 

METAL END SECTION 12"

PIPE DRAIN 12"x9’

STANDARD 609006

TYPE B INLET BOX

STA. 1316+63.00 LT. 14.75’ 
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75 L.F. STEEL PLATE BEAM GUARDRAIL, TYPE B,
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(TYP. RT. AND LT.)

TYPE 1

REMOVE TRAFFIC BARRIER TERMINAL,

(TYP. RT. AND LT.)

TYPE 1

REERECT TRAFFIC BARRIER TERMINAL,

TYPE B (VARIABLE DEPTH)

GRANULAR MATERIAL,

PROP. SUB-BASE

PAVEMENT

EDGE OF 4’-6"

6’-0"

1’-0"

CURB

BARRIER

CONCRETE OUTLET STANDARD 606101.

PAY FOR CONCRETE GUTTER AS CLASS SI

AS REQUIRED TO MATCH EXISTING.

GUTTER USING STANDARD 609006, MODIFY

WHEN CONSTRUCTING OUTLETS FOR CURB &3.

4.

SEE NOTES 3 & 4

ON FILTER FABRIC = 32 SQ.YD.

CLASS A4 = 32 SQ.YD.

STONE DUMPED RIPRAP

ON FILTER FABRIC = 30 SQ.YD.

CLASS A4 = 30 SQ.YD.
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PROP. TYPE B INLET BOX (TYP)

GUARDRAIL, TYPE B. (TYP)

PROP. STEEL PLATE BEAM 

SECTION 12" (TYP)

PROP. METAL END 

PROP. PIPE DRAIN 12" (TYP)

TO BE REMOVED (TYP)

GUTTER MODIFIED

EXIST. TYPE A

SEE TYPICAL SECTION #3

AND EXIST. SUB-BASE

FOR PROP. PAVEMENT

TO BE REMOVED

GUTTER, MODIFIED

EXIST. TYPE A

TO REMAIN

EXISTING 12" CMP

TO REMAIN

EXISTING 12" CMP

NO BEDDING REQUIRED
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