
 

 

 

  

 

 

   

 

   

 

 

 

   

 

 

  

(8" Typ.)

Prop. HMA Shldr.

13’-0" 13’-0"

Min.

3’-0"

Shoulder

3’-0"

Mix "C", N90 1�"

Proposed Hot-Mix Asphalt Surface Course

Mix "C", N90 �"

Proposed Hot-Mix Asphalt Leveling Binder

1.5%1.5%
4%4%

Shoulder (Min.)

5’-9"

1’-0"

1’-0"

2:1 Max and Var.

or TBT

Prop. Guardrail

SECTION WITHIN GUARDRAIL LIMITSSECTION OUTSIDE GUARDRAIL LIMITS

TYPICAL SECTION OUTSIDE PAVEMENT REMOVAL

4:1

Existing 3" HMA Surface

Existing 4’ Wide HMA Widening 9"

Existing HMA Shloulder, 6"

~

FAP 885

IL 146

Pavement (varies 6" to 9")

Existing 18’-0" Wide P.C.C.

SECTION COUNTY

ILLINOIS FED. AID PROJECT

885 POPE 51 9

TOTAL

SHEETS

SHEET

NO.RTE.

6B-2
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SHEET    OF    SHEETS STA.          TO STA.           

TO BE USED:  STA. 1256+27 TO STA. 1257+67

STA. 1260+40 TO STA. 1263+00


