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STA 112+13.04

3.00’ LT

STA 112+63.04

23.00’ LT

STA 113+33.43

28.54’ LT

2’ R

STA 114+09.37

33.00’ LT

2.5’ R

STA 113+66.71

6.00’ LT

STA 113+62.37

23.00’ RT

STA 1193+86.44

55.85’ RT

2’R

STA 1193+66.42

5.0’ RT

STA 1194+68.41

15.00’ RT

STA 1195+15.16

39.00’ RT

3’R

STA 114+68.66

34.00’ RT

PROP 2’ RAMPED NOSE

3’R

STA 114+24.57

34.00’ LT

2’R

STA 1192+74.57

49.00’ RT

PROP 2’ RAMPED NOSE

STA 1191+23.32

15.00’ RT

STA 1191+72.07

39.00’ RT

STA 1192+52.04

1.85’ LT

STA 115+30.92

25.00’ LT

STA 115+59.81

28.54’ RT

PROP 6’ RAMPED MEDIAN NOSE

2.5’R

STA 115+26.52

6.00’ RT

2’R

STA 114+85.25

33.00’ RT
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EXISTING ISLAND, MEDIAN AND CURB & GUTTER REMOVAL

EXISTING PAVEMENT REMOVAL
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CHECKED BY LC 

PROP 4’ BIT SHLDR

PROP 3’ AGG SHLDR

PROP 4’ BIT SHLDR

PROP 4’ BIT SHLDR

INTERSECTION DETAIL

OLD US 66/IL 138

CONTRACT NO. 72526

* FAS 1766 (OLD US 66)

** MONTGOMERY & MACOUPIN COUNTIES

1
8
’

PROPOSED BITUMINOUS SURFACE REMOVAL

BUTT JOINT

PROPOSED MEDIAN SURFACE 4"

(STD 606301)

PROPOSED MEDIAN SM-6.06

STA 115+23.52 TO STA 116+49.14

(STD 606301)

PROPOSED MEDIAN SURFACE 4"

(STD 606301)

PROP MEDIAN SM-6.06

(STD 606301)

PROP M-4.24

CC&G

PROP  M-4.24

CC&G

PROP 2’ RAMPED NOSE

PROP M-4.24 CC&G

+13.04

+63.04

24’

19’

PROPOSED BITUMINOUS SURFACE REMOVAL (VARIABLE DEPTH)

WITH BITUMINOUS SHOULDERS SUPERPAVE (1 1/2  & VAR)

95302

S
E
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DATE 2/8/2006

PROPOSED BUTT JOINT

SEE DETAIL ON SHEET 151.

NOTE:

PRISMATIC CURB REFLECTORS SHALL BE

PLACED ON ALL RAISED MEDIANS.  SEE

SPECIAL DETAIL ON SHEET 157 FOR

PLACEMENT REQUIREMENTS.
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