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REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

SECTION COUNTY

STA. TO STA.

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

 452

                    

TOTAL

SHEETS

SHEET

NO.RTE.

F.A.I.

315 HANCOCK

FAP ROUTE 315

CROSSOVER DETAILS

2173I006

34-4

STA 1166+91.62   21.00’ LT

EL. 555.47

STA 1166+91.62   21.00’ RT

EL. 555.58

STA 1172+65.73   21.00’ LT

EL. 555.47

STA 1168+89.10   1.00’ RT

EL. 555.07

STA 1168+89.10   1.00’ LT

EL. 555.07
STA 1170+68.25   1.00’ LT

EL. 555.07

STA 1170+68.25   1.00’ RT

EL. 555.07

555.47 555.47 555.47

555.55 555.51 555.46

555.36
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D-96-551-02

CONTRACT NO. 72680

DRAWN BY JCG

CHECKED BY AWM

136

PROPOSED STORM SEWER

CLASS B, TYPE 1, SDR-35 18" X 418’

W/ 180’  VANE DRAIN

(SEE SPECIAL DETAILS)

USFL 552.40, STA 1167+65, 0.0’ RT

DSFL 551.56, STA 1171+83, 0.0’ RT

STA 1172+25.00   14.00’ RT

EL. 555.32

STA 1171+96.60   14.00’ RT

EL. 555.28

STA 1173+14.64   21.00’ RT

EL. 555.44

2’ STUB

STA 1173+50.50   21.00’ RT

EL. 555.49

DATE 3/15/06
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SECTION A-A

2

1 VARIES FROM 2.0% TO 0.5%

 

VARIES FROM 2.4% TO 0.7%

PROPOSED 18" STORM SEWER

*USE BITUMINOUS SHOULDERS

11 1/4 " IN THE WESTBOUND LANES

FROM STA 1166+60 TO STA 1173+05

AND IN THE EASTBOUND LANES FROM

STA 1166+60 TO STA 1174+00.  THIS 

QUANTITY WILL BE PAID FOR AS 

BITUMINOUS CONCRETE (FULL DEPTH)

SUPERPAVE, 11 1/4 "

PROPOSED BITUMINOUS SHOULDER,

6" WITH RUMBLE STRIP

PROPOSED BITUMINOUS CONCRETE 

PAVEMENT (FULL DEPTH) SUPERPAVE,

11 1/4 "

*PROPOSED BITUMINOUS 

SHOULDER, 11 1/4 "

PROPOSED BITUMINOUS CONCRETE 

PAVEMENT (FULL DEPTH) SUPERPAVE,

11 1/4 "

*PROPOSED BITUMINOUS 

SHOULDER, 11 1/4 "

PROPOSED BITUMINOUS SHOULDER,

6 1/2 " WITH RUMBLE STRIP

PROPOSED AGGREGATE SHOULDER,

TYPE B

PROPOSED AGGREGATE SHOULDER,

TYPE B

1:4

24’-0"

PROPOSED  3/4 " POLYMERIZED

LEVELING BINDER COURSE

US 136
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 450+00  455+00


