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STAGING DETAILS

US ROUTE 136 OVER

PRAIRIE CREEK

F.A.P. ROUTE 315 SECTION 34-4B

HANCOCK COUNTY

STATION 973+28.00

STR. NO. 034-0506 (WBL)

STR. NO. 034-0507 (EBL)
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Saw cut existing 

pier at stage

removal line prior

to Stage I Removal

Saw cut existing 

abutment at stage

removal line prior 

to Stage I Removal
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Removal

SHEET NO. 3

21 SHEETS

2173b003

Stage I Removal (Abutment)

Elev. 597.1

Elev. 588.0

27’-6"

30’-0"

Elev. 592.0

Elev. 583.0

Elev. 585.6

6.4 in. /ft.36.4 in. /ft. 36.4 in. /ft.

35.1 in. /ft.35.1 in. /ft.

Stage I Removal (Superstructure)Stage II Removal (Superstructure)

9’-0"

Stage II Removal

(Abutment)

9’-0"~ Exist.

Bridge

~ Exist.

Bridge

NOTES

All dimensions and elevations relative to sheet piling are estimated.

 

If the Contractor chooses to alter the temporary cantilevered

sheet piling design requirements shown on the plans, a design

submittal including plan details and calculations will be required

for review and acceptance by the Engineer.

  Date: January 31, 2006
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