
SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.            

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

CL

20^

GEOTECHNICAL FABRIC

FOR FRENCH DRAINS

DIMENSIONS SHOWN ARE AT

RIGHT ANGLES TO CL

NOTE:

A

A

TRANSVERSE DRAIN TANGENT PAVEMENT

PLAN

ELEVATION

1:61:6

12’-0"12’-0" 10’-0"6’-0"

4’-0"

 315

1
’

4" PERFORATED

PIPE UNDERDRAIN

REVISIONS

NAME DATE
ILLINOIS DEPARTMENT OF TRANSPORTATION

PERFORATED

PIPE

NON-PERFORATED

PIPE

1.5% 1.5% 4%4%

IMPROVED SUBGRADE

A

A

CONCRETE HEADWALL

FOR PIPE UNDERDRAIN

SEE STD 601101

F
L

O
W

FIELD BEND TO OUTLET

PERPENDICULAR TO DITCH

IMPROVED SUBGRADE

1’-0"

1
2

"

6"

GEOTECHNICAL

FABRIC

4" PERFORATED

PIPE UNDERDRAIN

SECTION A-A

4" (MIN)

FAP ROUTE 315

CL OF CONSTRUCTION

2173D002

34-4 HANCOCK

BITUMINOUS CONCRETE PAVEMENT/SHOULDER

D-96-551-02

CONTRACT NO. 72680

GRANULAR BACKFILL 

(CA-16 GRAVEL)

AWBL

EBL
A

40’-0"40’-0" 38’-0"

CULVERT

GRANULAR BACKFILL 

AREA

BOX

CULVERT

VARIES

2’-0"

VARIES

GRANULAR BACKFILL 

AREA

SECTION A-A

1:1 1:
1

PLAN

GRANULAR CULVERT BACKFILL

ELEVATION

A

A

B

B

SECTION A-ASECTION B-B

SHEAR LUG

NOTES:

18" DIA SDR-35

SEWER PIPE
6"

7 3/16 "

 EDGE OF PAVEMENT

18" DIA. SDR-35 PVC SEWER PIPE

BLOCKS TO ADJUST PIPE GRADE AND

ASSURE 6" OF CONCRETE ENCASEMENT

BENEATH THE PIPE

3 3/4 " SLOT CUT LENGTHWISE TO ACCEPT

POSITIONING LUGS ON THE UNDERSIDE

OF THE CASTING

CROSSOVER

PAVEMENT

3’-0

7 1/8 "

WIRE CASTING SECURELY

TO THE PIPE

6" (MINIMUM) CONCRETE

ENCASEMENT (SIDES AND BOTTOM)

THE GRATES SHALL BE NEENAH R-3599 OR EQUIVALENT

THIS WORK WORK SHALL BE PAID FOR AT THE CONTRACT

UNIT PRICE PER FOOT FOR VANE DRAIN, WHICH PRICE

SHALL BE PAYMENT IN FULL FOR ALL LABOR AND MATERIAL

NECESSARY FOR THE INSTALLATION OF THE VANE DRAIN.

THE STORM SEWER SHALL BE PAID FOR SEPARATELY.

 

THE 18" DIAMETER SDR-35 PVC STORM SEWER PIPE

SHALL BE PAID FOR AT THE CONTRACT UNIT PRICE PER

FOOT AS STORM SEWER, CLASS B, TYPE 1, 18"

DETAIL OF VANE DRAIN

FAP ROUTE 315

SPECIAL DETAILS

TRANSVERSE DRAINS

VANE DRAIN

GRANULAR CULVERT BACKFILL

DATE 6/01/04

DRAWN BY JCG

CHECKED BY JRB

CAPPING AGGREGATE

(CA-7)

SUB-BASE GRANULAR MATERIAL

BELOW SHOULDERS ONLY

452 266


