
 

  

 

 

   

  

 

 

 

  

 

 

     

 

 

* ROUTES VARIOUS

** POSTING MITIGATION FY2011-1

*** DEWITT / MCLEAN

    ** *** *      

EXISTING TYPICAL SECTION

STA. 32+55.50 TO STA. 32+64.50

EXISTING TYPICAL SECTION

SECTION COUNTY

ILLINOIS FED. AID PROJECT

               23 6
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CONTRACT NO. 70894
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FILE NAME

c:\pw_work\pwidot\keysrb\d0248870\D570894-sht-Typicals.dgn
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F.A.  

TYPICAL SECTIONS

              

              

              

              

LOCATION #3 (S.N. 057-8003)

STA. 255+39.50 TO STA. 255+50.50        

LOCATION #4 (S.N. 057-8194)

~

12’-0" 12’ & VAR.

 

VAR.

SLOPE: 1/2"/FT  SLOPE: 1/4"/FT  SLOPE: 3/16"/FT & VAR.

1:
4

8’-0"2’-0"

VARIES FROM 1’-0" @ STA. 30+92.53

TO 30’-0" @ STA. 42+51.48

VAR. 12’ & VAR. 12’-0" 8’-0" 2’-0"

VARIES FROM 1’-0" @ STA. 38+50.00

TO 12’-0" @ STA. 40+00.00

1:46"

 SLOPE: 3/16"/FT & VAR.  SLOPE: 1/4"/FT SLOPE: 1/2"/FT

18"

STABILIZED SUB-BASE, 4"
COMBINATION CONCRETE

CURB & GUTTER, TYPE B-6.24

PCC PAVEMENT, 10 1/4"( HINGE JOINTED )

CONC. MEDIAN SURF. 6"

PIPE UNDERDRAINS 4"

 

3’-0" 12’-6"

12’-0"

STRIPE

80’-0", 90’-0" & VARIABLE

~
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4’-6"

& VAR.

4’-6"

& VAR. 1’-0"
6"

40’-0"

3/16" /FT 3/16" /FT
9% 9%

HMA SHOULDER, 6"

(STD 2239)

9-6-9 PCC PAVEMENT

AGGREGATE SHOULDERS,

TYPE B (WEDGE)

NOTE: CORES WERE TAKEN AT 4’ LT. & RT. OF CENTER LINE, DETERMINING 8" OF PCC PAVEMENT.

8" PCC HEADWALL

AGGREGATE SHOULDER / EMBANKMENT

HMA RESURFACING, 6.5"

SAND FILL


