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STA 222+33.35

START PAVEMENT WIDENING RT

STA 222+59 - 6’ WIDE

   STA 223+47.67 - 0’ WIDE
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   SANGAMON  

OLD US 36

OCT, 2003

SHEET 2 OF 3 

F.A.S. ROUTE 1613 (OLD US 36)

WITH FARMINGDALE ROAD (CH 15)

SECTION 21N

SANGAMON COUNTY

TYPICAL SECTIONS - PROPOSED

TYPICAL SECTIONS 

4

1.75%*

STA 214+94.70 - 12’

STA 214+94.70 - 12’

   DEPTH VARIES - AVERAGE THICKNESS - 1"

PROPOSED PAINT PAVEMENT MARKING LINE, 5"

STA 214+94.70 TO 

215+44.70

STA 214+94.70 TO 215+73 (WITHIN CURVE #1)

1.25%

STA 221+59 TO 223+47.67 - SHOWING WIDENING RT

FED. ROAD DIST. NO. 

CONTRACT 72842

100’

100’

 

11’ - STA 225+95.20

10.8’ - STA 226+45.20  

11’ - STA 225+95.20

10.9’ - STA 226+45.20 

STATION 225+95.20 TO 226+45.20 - BUTT JOINT
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SLOPE TO MATCH

SUPERELEVATION

100’

FARMINGDALE ROAD

STA 221+44 - LT

TOWNSHIP ROAD @

STA 221+34.49 RT

TYPICAL - PROPOSED - FAS 1613 (OLD US 36)

TYPICAL - PROPOSED - FAS 1613 (OLD US 36)

TYPICAL - PROPOSED - FAS 1613 (OLD US 36)

TYPICAL - PROPOSED - FAS 1613 (OLD US 36)

TYPICAL - PROPOSED - FAS 1613 (OLD US 36)
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STA 223+00 TO 225+95.20

AGGREGATE SHOULDER DETAIL
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SUMMARY-SUPERELEVATION CURVE DATA & PAVEMENT SLOPES 
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INSTALL 4’ BIT SHLDS

AROUND RADII AT

TOWNSHIP ROAD
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TYPICAL - PROPOSED - FAS 1613 (OLD US 36)
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PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX "C", N50  (1�")

PROPOSED LEVELING BINDER (MACHINE METHOD), N50

PROPOSED SUB-BASE GRANULAR MATERIAL TYPE B  (6")
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(AROUND RADIUS)

 

4’ HMA

SHOULDER

AHEAD
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PROPOSED HOT-MIX ASPHALT SHOULDERS 8"

PROPOSED HOT-MIX ASPHALT BASE COURSE 10"

PROPOSED HOT-MIX ASPHALT BASE COURSE 6�"

2’

13 PROPOSED AGGREGATE SHOULDERS, TYPE B (8")

MATCH

MATCH MATCH

MATCH
MATCH
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MATCH

MATCH

EXISTING SE RATES AND TRANSITIONS SHALL BE MATCHED

STA 220+66.04 TO STA 221+75 - FULL SE RATE 

STA 221+75 TO STA 223+00 - SE TRANSITION

STA 215+00 TO STA 216+50 - SE TRANSITION

STA 216+50 TO STA 217+55.50 - FULL SE

STA 217+55.50 TO STA 220+66.04 - SE TRANSITION

PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL - BUTT JOINT

PROPOSED PORTLAND CEMENT CONCRETE SURFACE REMOVAL - BUTT JOINT

PROPOSED HOT-MIX ASPHALT SHOULDERS

5’ 5’
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2


