
   

 

 

  

   

 

   

 

 

  

 

 

 

EXISTING TYPICAL SECTION

PROPOSED TYPICAL SECTION21

STATION      TO      STATION

244+74.39            245+10.34

STATION      TO      STATION

244+74.39            245+10.3420 22

SECTION COUNTY

ILLINOIS FED. AID PROJECTFED. ROAD DIST. NO.  

676 MCLEAN 28

TOTAL

SHEETS

SHEET

NO.
F.A.P.

RTE.

(9-1,9)RS

CONTRACT NO. 70768

SHEET NO. 21 OF 25 SHEETS STA.            TO STA.            SCALE: NO SCALE

STATE OF ILLINOIS

DEPARTMENT OF TRANSPORTATION

EXISTING & PROPOSED TYPICAL SECTIONS
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ROADWAY~

~ ROADWAY

NOT TO SCALE

NOT TO SCALE

AGG. SHOULDERS, TYP.B

BIT. SHOULDERS, 8"

PIPE UNDERDAINS, 4"

LONG. JOINT WITH TIEBARS

LONG. JOINT WITH TIEBARS

AND KEYWAY

CONC. MED. SURFACE, 6"

COMB. CONC. C&G, TB-6.24

P.C.C. PAVEMENT, 10 3/4 "

STABILIZED SUB-BASE, 4"

HOT-MIX ASPHALT SHOULDERS

(280 LBS/SQ YD)

10’-0" 25’-0"

VARIES 2’-0" TO 3’-0 3/4 "

2’-7"

VARIES 5’-9" TO 2’-9 7/8 "

2’-7" 10’-0" 4’-0"

4:1

4:1

 1/2 "/FT.

 0.02’/FT. 0.02’/FT.

4:1

 1/2 "/FT.

VARIES 20’-10 1/4 " TO 19’-7 3/4 " VARIABLE

10’-0" 25’-0" 2’-7" 2’-7" 10’-0" 4’-0"VARIES 20’-10 1/4 " TO 19’-7 3/4 " VARIABLE

VARIES 2’-0" TO 3’-0 3/4 "

VARIES 3’-9" TO 2’-9 7/8 "

 0.02’/FT. 0.02’/FT.

HOT-MIX ASPHALT SURFACE COURSE,

MIX "D", N50 (168 LBS/SQ YD)

LEVELING BINDER (MACHINE METHOD)

N50 (112 LBS/SQ YD)

3’
3’

9% MAX MATCH EXST. MATCH EXST.
9% MAX

AGGREGATE WEDGE

SHOULDERS, TYPE B


