






44000100 44000157 63200310

PAVEMENT 

REMOVAL

HOT-MIX 

ASPHALT 

SURFACE 

REMOVAL,  2"

GUARDRAIL 

REMOVAL

BEGIN STATION END STATION SQ YD  SQ YD  FOOT   

332+31.39 332+39.83 111 378 205

333+46.15 333+54.62 148 336 205

259 714 410

LOCATION

TOTAL

TRUITT RD

REMOVAL SCHEDULE

78009004

MODIFIED URETHANE 

PAVEMENT MARKING - 

LINE 4"

BEGIN STATION END STATION FOOT   

330+62.49 335+23.50 1,038

1,038TOTAL

LOCATION

TRUITT RD

PAVEMENT MARKING SCHEDULE

31100100 40600275 40600295 40603230 40604150 48203021

SUBBASE 

GRANULAR 

MATERIAL, TYPE A

BITUMINOUS 

MATERIALS 

(PRIME COAT)

POLYMERIZED 

BITUMINOUS 

MATERIALS 

(TACK COAT)

POLYMERIZED 

HOT-MIX ASPHALT 

BINDER COURSE, 

IL-19.0, N50

POLYMERIZED 

HOT-MIX ASPHALT 

SURFACE 

COURSE, IL-9.5, 

MIX "C", N50

HOT-MIX ASPHALT 

SHOULDERS,    6"

BEGIN STATION END STATION TON    POUND  POUND  TON    TON    SQ YD  

332+31.39 332+39.83 77 251 513 53 55 179

333+46.15 333+54.62 102 333 561 71 54 180

221 63

179 584 1,295 124 172 359

TRUITT ROAD

LOCATION

TOTAL

HMA PAVEMENT AND SHOULDER SCHEDULE

FROM STRUCTRUAL PLANS

21101615 25100630 28000250 28000400 XX006343

TOPSOIL 

FURNISH AND 

PLACE,  4"

EROSION 

CONTROL 

BLANKET

TEMPORARY 

EROSION 

CONTROL 

SEEDING

PERIMETER 

EROSION 

BARRIER

SEEDING 

(COMPLETE)

BEGIN STATION END STATION SQ YD  SQ YD  POUND  FOOT   SQ YD  

330+62.49 332+39.83 1,593 1,593 33 285 1,593

333+46.15 335+23.50 1,600 1,600 33 47 1,600

3,193 3,193 66 332 3,193

TOPSOIL AND SEEDING SCHEDULE

TRUITT ROAD

TOTAL

LOCATION

28000305

TEMPORARY 

DITCH CHECKS

STATION OFFSET FOOT   

331+72.04 46.30' RT 6

332+16.35 51.93' LT 7

332+98.96 42.33' RT 32

333+60.94 39.84' RT 7

333+87.89 51.85' LT 10

334+19.58 48.81' LT 9

334+53.76 34.64' RT 13

334+58.64 46.44' LT 6

90

LOCATION

TRUITT RD.

TOTAL

TEMPORARY DITCH CHECK SCHEDULE

63000001 63100087 63100169 72501000 78200005 Z0001002

STEEL PLATE BEAM 

GUARDRAIL, TYPE A, 

6 FOOT POSTS

TRAFFIC BARRIER 

TERMINAL, TYPE 6A

TRAFFIC BARRIER 

TERMINAL, TYPE 1 

(SPECIAL) FLARED

TERMINAL MARKER - 

DIRECT APPLIED

GUARDRAIL 

REFLECTORS, TYPE A

GUARDRAIL 

AGGREGATE 

EROSION CONTROL

BEGIN STATION END STATION SIDE FOOT   EACH   EACH   EACH   EACH   TON    

330+62.49 332+52.44 LT 0.0 1 1 1 4 35

330+62.49 332+30.79 RT 50.0 1 1 1 4 45

333+54.88 335+23.50 LT 50.0 1 1 1 4 45

333+33.55 335+23.50 RT 0.0 1 1 1 4 35

100 4 4 4 16 160

TRUITT RD.

TOTAL

LOCATION

GUARDRAIL SCHEDULE

20200100 20300100

EARTH

EXCAVATION

CHANNEL 

EXCAVATION

EXCAVATION TO 

BE USED IN 

EMBANKMENT 

ADJUSTED FOR

25% 

SHRINKAGE

EMBANKMENT

EARTHWORK 

BALANCE 

WASTE (+) OR 

SHORTAGE (-)

CU YD CU YD CU YD CU YD CU YD

220 165 40 125

275 206 40 166

875 10 865

495 875 371 90 1,156TOTAL

TRUITT RD.

END STATION

333+33.37 335+23.50

0+00.00 1+10.84

CREEK

330+62.49 332+52.62

EARTHWORK SUMMARY

LOCATION

BEGIN STATION

72000100 72800100

SIGN PANEL - TYPE 1
TELESCOPING STEEL 

SIGN SUPPORT

STATION OFFSET LT/RT PANEL DESCRIPTION SQ FT  FOOT   

331+94.18 22.75 LT W2-1 INTERSECTION WARNING 6.25 16.5

W16-8p STREET NAME 1.50

33+49.14 24.13 LT M1-6 COUNTY ROUTE SIGN 4.00 15.5

M6-6 DIRECTIONAL ARROW 2.25

14 32

SIGN SCHEDULE

LOCATION

TRUITT RD.

TOTAL
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	470350340
	470650340
	470950340
	471250340
	471550340
	471850340
	939989420
	978369340
	978669340
	978969340
	979269340
	979569340
	979869340
	980169340



