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UNRESTRICTED 

FILL MATERIAL

2’ MIN 6’

MIN

1:
1 1:1 +

+ -

-

8’

UNRESTRICTED

FILL CAP

TOP OF SUBGRADE

EX GROUND

IF NO RIPRAP IS PROPOSED, THE

8’ UNRESTRICTED SOIL CAP SHOULD

BE MEASURED FROM THE PROPOSED

SLOPE FACE.

NOTE:

CAPPING RESTRICTED FILL

STAGE I FILL STA 929+89 TO STA 936+01

NOTE:

ELEVATION "A"

PIERS 1-11  450’

PIERS 12-13 447’

UNRESTRICTED

FILL CAP

INFERIOR 

FILL MATERIAL

EXCAVATE AND REPLACE

WITH SAND

A

A

ELEV "A"

SEE SEC. A-A

FOR TREATMENT

AROUND EX PILES

UNRESTRICTED FILL

2’

2’

SECTION A-A 

STAGE I FILL

EX PILE

2’

2’

2’

ELEVATION "A"

PIERS 1-11  450’

PIERS 12-13 447’

2’ MIN

ELEV "A"

EX GROUND

STAGE I FILL SECTION

AT PIERS 12 & 13 & AT NEW CULVERT

1:
1

+

- 1:1

-
+

BOTTOM OF EX TEMP

SUPPORT 461+ FT

PIER 12

STA 935+12

PIER 13

STA 935+56

450’

447’ 447’

1:1

UNRESTRICTED

SOIL FILL

UNRESTRICTED

FILL

CULVERT

STA

935+35

453’*

SAND - SEE SECTION A-A

 6’

EX N ABUT

END SLOPE

4’ 4’
 3’

MIN

PLACE SAND ALONG EX

PILE LINE PRIOR TO OR

CONCURRENTLY WITH 

OTHER FILL

EXCAVATE

& REPLACE

WITH SAND

ESTIMATED EX

GROUND LINE 445’

RESTRICTED

FILL MATERIAL

* FILL HEIGHT MAY BE INCREASED AS HEADROOM 

ALLOWS TOP OF SLOPE LINES SHOWN ON THE 

STAGE I  SECTIONS AT PIERS 12 & 13 STILL APPLY.

SECTION THROUGH CULVERT FILL -- STA 935+35

THE MAXIMUM FILL ELEVATION "A" BENEATH

STAGE I TRAFFIC IS REQUIRED TO PREVENT DOWNDRAG INDUCED

FAILURE OF THE EXISTING PILES.

EXISTING PILES SHALL BE REMOVED TO 2 FT BELOW

THE EXISTING GROUND LINE.
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